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PROTECTION OF EXISTING UTILITIES 

 
 
PART 1 GENERAL 
 
1.1 SUMMARY 
 

A. Identification and field mark out of all on-site utility lines to remain in operation during 
construction. 

 
B. Submission of procedures to be used to ensure the safety of the utility. 

 
C. Repair of any damage during construction operations. 

 
1.2 RELATED SECTIONS 
 

A. Section 02 41 00 - Site Demolition 
 

B. Section 02110 - Site Clearing 
 

C. Section 31 20 10 - Earthwork  
 

D. Section 31 23 20 - Trench Excavation and Backfill for Utilities 
 

E. Contract Drawings 
 
1.3 PROJECT RECORD DOCUMENTS 
 

A. Accurately record actual locations of capped utilities and utility lines encountered during 
construction. 

 
1.4 REGULATORY REQUIREMENTS 
 

A. Contractor shall notify all affected utility companies, agencies, authorities, owners, etc. at 
least 48 hours prior to the commencement of work and shall comply with their requirements. 

 
B. Contractor shall contact the PA ONE-CALL service for an official utility mark out. 

 
 
PART 2 PRODUCTS 
 

NOT APPLICABLE 
 
 
PART 3 EXECUTION 
 
3.1 IDENTIFICATION 

 
A. Locate all existing utilities which are to remain in service during construction as shown on the 
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Construction Drawings.  
 
3.2 PROTECTION 
 

A. Flag, barricade or suitably protect existing utilities during construction operations and 
equipment movement.  

 
B. Prevent interruption of existing utility service to occupied or used facilities, except when 

authorized in writing by authorities having jurisdiction. 
 
3.3 LATERAL DISCONNECTION 
 

A. Where a utility line is to be disconnected from portions to remain, the lateral pipes shall be cut 
and suitably plugged/capped in accordance with the Contract Drawings and applicable utility 
or agency requirements. 

 
3.4 REPAIRS 
 

A. Any damage to existing, operational utilities by the Contractor or his subcontractors during 
the on-going construction operation shall be immediately repaired to operational standards at 
the Contractor’s expense.  If the repairs are not immediately addressed by the Contractor, the 
utility owner and/or the Owner shall contract for the repair at the Contractor’s expense. 
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