
SECTION 02860 

PLAY AREA EQUIPMENT

PART 1 - GENERAL

1.1
Description:
Furnish all labor, materials and equipment required to install the play equipment and structures as indicated on the drawings or as approved and specified herein.  The work shall include any incidentals required to provide a finished job.  The play equipment shall be provided by the contractor.  The contractor shall take delivery of such equipment, store it, and protect it until it is installed by the contractor.
1.2
Related Sections:
A.
Applicable Sections: Division 1

B.
Section 31 20 10 - Earthwork
C.
Section 31 20 10 - Poured-In-Place Safety Surfacing

D.
Section 03 30 00 - Cast-In-Place Concrete
1.3
Submittals:
A.
Product Submittals:

1.
Contractor shall submit 6 copies for approval before beginning work.  

2.
Submit manufacturer's product data for playground equipment and components.
3.
Submit drawings to indicate layout of playground components and location of anchors and footings. Clearly indicate, to scale the spatial relationship of each piece of equipment to each other and to other existing or proposed features including adjacent surfaces or vegetation.  Indicate to a scale the limits of use zones and non-encroachment areas to clearly demonstrate conformance with specified standards.
4.
Submit shop drawings of the play equipment including colors, for approval.

B.
Closeout Submittals:

1.
Comply with requirements as noted in Division 1.
2.  General Contractor to submit written Audit of the completed installed SAFETY SURFACE by an independent Certified Playground Safety Inspector (CPSI).
1.4
Guarantee:
A.
The contractor shall guarantee the materials and workmanship for the installation of the play equipment for 12 months.
1.5
Safety Guidelines and Standards:
A.
All materials and equipment shall conform to the current issue of the "Handbook for Public Playground Safety" published by the Consumer Product Safety Commission (C.P.S.C.) and ASTM F1487-01.  The manufacturer and installation contractor shall be responsible for correcting any product violations of the C.P.S.C. Guidelines and ASTM F1487-01, to the satisfaction of the Engineer, should they be found after installation.

B.
ADA Accessibility Guidelines (ADAAG) Section 15.6 Play Areas.
1.6
Quality Assurance:
A.
The Contractor installing the play equipment and structures must be experienced in the installation of play equipment with the personnel, facilities, and equipment adequate for the work specified, and shall, within 48 hours of the Design Professional’s request, produce written proof of such.

PART 2 - PRODUCTS

2.1
General:
A.
Play equipment is to be provided by the contractor.

1 - 38002 The Spider as manufactured by GameTime.


2 - 3175 Two Tower Regular as manufactured by GameTime.
2.2
Concrete:
A.
Furnish and install concrete footings for the play equipment structures as indicated on the drawings.
B.
Concrete footings shall have a minimum strength of 3,000 psi at 28-days.
2.3
Additional Hardware:
A.
Additional hardware shall be provided in sufficient quantity to complete assembly of the play equipment.  All hardware shall be non-ferrous or if ferrous material is used shall be galvanized, electrostatic zinc plated or polyester powder coated in accordance with the approved manufacturer's standard.  Provide the Design Professional with any and all maintenance and repair supplies installation manuals, tool kits and materials shipped with each product for the Owner’s inventory.

PART 3 - EXECUTION

3.1
Play Equipment Delivery and Storage:


A.
The play equipment as noted on the drawings is being provided by the Contractor.
B.
The Contractor will take receive and take delivery of the play equipment and associated accessories from the manufacturer.

C.
The Contractor, after receiving the play equipment, will store and protect the play equipment and accessories until such time as it can be installed at the project site.  If the play equipment is to be stored at a location off of the project site, the contractor shall include the delivery of the play equipment and accessories from the storage location to the project site. 

3.2
Examination of work area - Examine the areas and conditions under which work of this Section will be performed.  Verify safety zones of all equipment before setting posts in concrete footings.  Do not proceed until conditions detrimental to proper and timely completion of the work have been satisfactorily corrected and thus meet the manufacturer's instructions and the requirements of paragraph 1.5 above.  Beginning work constitutes acceptance of conditions as satisfactory.

3.3
Installation of Compound Structures and Independent Activities:
A.
Conform strictly to manufacturer's instructions using all appropriate materials, tools, and accessories as required.  Use only experienced personnel trained in play equipment construction.  Layout all equipment prior to construction to insure compliance with safety zone clearances.

B. Provide all concrete footings as required to properly place the equipment components.  It is the Contractor’s responsibility to adjust drainage pipe or other new utility locations to accommodate the equipment footings.

3.4
Protection:
A.
During construction of the play equipment structures, provide PVC web fence material in sufficient quantities and wrap the structures to prevent public access onto the equipment.  Maintain the fencing wrap after completion of the play equipment and safety surfacing installation through Physical Completion of the project.

3.5
Inspection:
A.
General Contractor to submit written Audit of the completed installed SAFETY SURFACE by an independent Certified Playground Safety Inspector (CPSI). Following the Design Professional’s inspection of the completed play equipment installation, perform repairs as necessary to meet or exceed the Design Professional’s requirements for fit and finish and the specifications and guidelines as referenced in 1.5 Safety Guidelines and Standards, above.

3.6
Guarantees:

A.
The Contractor shall guarantee that all work performed under this section shall be free from any defects in materials and workmanship.  Upon notice in writing from the Design Professional to the Contractor within two (2) years of Physical Completion of the project, the Contractor shall, at no cost to the Owner, make all necessary repairs or replacements of the defective work in question.  During this period of guarantee, the Owner shall perform normal maintenance and cleaning of the play area equipment.
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