
SECTION 02511
MILLING OF ASPHALT PAVEMENT
PART 1  GENERAL

1.1

SECTION INCLUDES


A.
Milling of Asphalt Paving 

1.2 

DESCRIPTION OF WORK


A.
This work is the milling of an existing bituminous pavement surface, with specified equipment, to a depth of one and a half (1 1/2") inches.

PART 2  PRODUCTS

        Not Used

PART 3  EXECUTION


3.1

EQUIPMENT


A.
Use a milling machine designed and built for this type of work.  Provide a machine with an effective automatic grade and slope control system and having the capacity to mill concrete patches.

3.2

MILLING OPERATION


A.
Mill so the finished surface is free from gouges, grooves, and ridges and is in accordance with the specified surface tolerance requirements, or as directed.  


B.
To facilitate traffic control, pick up and move milled material, as specified, immediately after the milling operations.  


C.
Use care to remove the existing bituminous material around all utility facilities within the work areas.  


D.
Repair or replace, to the satisfaction of the utility owner, utility facilities which are damaged by the milling operation.


E.
Control the rate of milling to avoid tearing of the mat, resulting in chunky an non-uniformly milled material.  


F.
Separate oversize and chunky milled material as directed.


G.
Keep the milled pavement surface free of all loose materials and dust.

3.3

SURFACE TOLERANCE


A.
Test the finished surface with a ten (10) foot straightedge whenever Engineer suspects an area is deficient or irregular.  


B.
Use the straightedge at transverse joints and paving notches.  


C.
Hold the straightedge in successive positions parallel to the road centerline, in contact with the surface, and check the whole area from one side to the other, as necessary.  

D.
Advance along the pavement in stages of not more than one-half the length of the straightedge.  

E.
Correct irregularities of more than 3/16 inch.  

F.
For irregularities which develop before completion of rolling, correct by loosening surface mixture and removing or adding material, as required.  


G.
If irregularities or defects that cannot be corrected remain after final compaction, the affected area will be considered defective.

3.4

DISPOSITION OF MILLED MATERIAL


A.
Satisfactorily dispose of the milled material.
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