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NOTE:

ALL DIMENSIONS AND CONDITIONS SHALL BE VERIFIED BY THE CONTRACTOR AT

THE SITE BEFORE PROCEEDING WITH THE WORK.
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GENERAL NOTES:
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THESE GENERAL NOTES APPLY TO ALL PLANS, SPECIFICATIONS, AND WORK ASSOCIATED WITH THIS PROJECT.

EXISTING FEATURES BACKGROUND AND EXISTING CONDITIONS INFORMATION IS BASED UPON PLANS AND INFORMATION
PROVIDED BY THE CITY OF PHILADELPHIA DEPARTMENT OF PUBLIC PROPERTY. ALL LOCATIONS ARE TO BE CONSIDERED
APPROXIMATE AND SHALL BE VERIFIED IN THE FIELD. NO DIGGING OR EXCAVATIONS WERE DONE IN THE PREPARATION OF THE
EXISTING FEATURES BACKGROUND OR EXISTING CONDITIONS INFORMATION, THEREFORE, ALL UNDERGROUND UTILITIES SHOWN
OR DEPICTED SHOULD BE CONSIDERED APPROXIMATE IN LOCATION, DEPTH AND SIZE. THE POTENTIAL EXISTS FOR OTHER
UNDERGROUND UTILITIES AND OR FACILITIES NOT SHOWN HEREON. ALL THE DESIGNERS AND CONTRACTORS UTILIZING THIS
PLAN AND THE INFORMATION CONTAINED HEREON ARE CAUTIONED TO COMPLY WITH THE REQUIREMENTS OF PENNSYLVANIA ACT
187, HOUSE BILL 2627, AMENDING THE ACT OF DECEMBER 17, 1974 (P.L.852, NO. 287) PN 1460 1996 EFFECTIVE 12/19/96.

LOCATIONS OF EXISTING UNDERGROUND UTILITIES/FACILITIES SHOWN HEREON HAVE BEEN DEVELOPED FROM RECORDS. NO
EXCAVATIONS WERE PERFORMED IN THE PREPARATION OF THESE DRAWINGS; THEREFORE ALL UTILITIES SHOWN SHOULD BE
CONSIDERED APPROXIMATE IN LOCATION, DEPTH, AND SIZE. THE POTENTIAL EXISTS FOR OTHER UNDERGROUND
UTILITIES/FACILITES TO BE PRESENT WHICH ARE NOT SHOWN ON THE DRAWINGS. ONLY THE VISIBLE LOCATIONS OF
UNDERGROUND UTILITIES/FACILITIES AT THE TIME OF FIELD SURVEY SHALL BE CONSIDERED TRUE AND ACCURATE.
COMPLETENESS OR ACCURACY OF UNDERGROUND UTILITIES/FACILITIES ARE NOT GUARANTEED BY GILMORE & ASSOCIATES INC.

ALL CONTRACTORS WORKING ON THIS PROJECT SHALL VERIFY LOCATION AND DEPTH OF ALL UNDERGROUND
UTILITIES/FACILITIES PRIOR TO START OF WORK AND SHALL COMPLY WITH THE REQUIREMENTS OF P.L. 852, NO. 287 DECEMBER 10,
1974 AS LAST AMENDED ON MARCH 29, 2007, PENNSYLVANIA ACT 181. GILMORE & ASSOCIATES INC. HAS OBTAINED A PA-ONE CALL
SERIAL NUMBERS 20141892433 FOR DESIGN PURPOSES ONLY.

CONTRACTOR IS RESPONSIBLE FOR LOCATING ALL UNDERGROUND UTILITIES WHETHER SHOWN ON THE PLANS OR NOT.
CONTRACTOR SHALL CONTACT THE PA ONE CALL SYSTEM AT 1-800-242-1776 AT LEAST 3-WORKING DAYS PRIOR TO THE
COMMENCEMENT OF WORK.

DO NOT SCALE DRAWINGS. ALL MEASUREMENTS SHALL BE TAKEN FROM DIMENSIONS SHOWN ON THE DRAWING. WHERE
DIMENSIONS BETWEEN SMALL SCALE AND DETAIL DRAWINGS DIFFER, NOTIFY THE DESIGN PROFESSIONAL FOR CLARIFICATION.
FIELD VERIFY ALL DIMENSIONS AND NOTIFY DESIGN PROFESSIONAL OF ANY DISCREPANCIES.

INSTALL ALL MANUFACTURED ITEMS IN STRICT ACCORDANCE WITH THE MANUFACTURER'S WRITTEN INSTRUCTIONS AND
RECOMMENDATIONS COMPLETE WITH ALL ITEMS AND COMPONENTS AS REQUIRED FOR A COMPLETE INSTALLATION.

ALL CONTRACTORS WORKING ON THIS PROJECT SHALL BE RESPONSIBLE FOR INSURING THAT ALL CONSTRUCTION ACTIVITIES
RELATED TO THIS PROJECT ARE PERFORMED IN ACCORDANCE WITH ALL APPLICABLE O.S.H.A. (OCCUPATIONAL SAFETY AND
HEALTH ADMINISTRATION) STANDARDS.

THE GENERAL CONTRACTOR AND ELECTRICAL CONTRACTOR ARE RESPONSIBLE FOR PROVIDING THE APPROPRIATE CONTRACT
DOCUMENTS (PLANS, SPECIFICATIONS, AND OTHER INFORMATION) TO THE VARIOUS SUBCONTRACTORS AND TRADES IN ORDER
FOR THEM TO COORDINATE AND PERFORM THE WORK.

THE GENERAL AND ELECTRICAL CONTRACTOR AND SUBCONTRACTORS SHALL COORDINATE AND COMPLY WITH ALL UTILITY
COMPANY REGULATIONS AND REQUIREMENTS FOR UTILITIES AFFECTED BY THE PROJECT AND PAY ALL REQUIRED FEES AND
COSTS ASSOCIATED WITH THOSE UTILITIES.

THE CONTRACTOR(S) SHALL OBTAIN ALL PERMITS RELATING TO THIS PROJECT PRIOR TO CONSTRUCTION.

IT 1S THE RESPONSIBILITY OF ALL CONTRACTORS TO MEET ALL OF THE REQUIREMENTS OF FEDERAL, STATE, AND LOCAL
AUTHORITIES, HEALTH DEPARTMENT, AND UTILITY COMPANIES IN ADDITION TO THE INFORMATION STATED IN THESE PLANS, THE
SPECIFICATIONS, AND THE CONTRACT DOCUMENTS.

IN THE CASE OF CONFLICT BETWEEN ANY PART OF THESE PLANS, THE SPECIFICATIONS, OR THE CONTRACT DOCUMENTS, OR IF
DISCREPANCIES ARE DISCOVERED THE CONTRACTOR SHALL NOTIFY THE DPP COORDINATOR AND DESIGN PROFESSIONAL
IMMEDIATELY BY PHONE AND IN WRITING AND SHALL REQUEST A WRITTEN DETERMINATION PRIOR TO PROCEEDING WITH THE
WORK INVOLVED. IF THE WORK PROCEEDS WITH THE KNOWLEDGE OF A DISCREPANCY AND WITHOUT A WRITTEN
DETERMINATION, SUCH WORK WILL NOT BE CONSIDERED IN COMPLIANCE WITH THESE PLANS, THE SPECIFICATIONS, AND
CONTRACT DOCUMENTS.

ALL WORK WITHIN A RIGHT OF WAY (R.0.W.) OR EASEMENT SHALL BE DONE IN ACCORDANCE WITH THE AGENCY OR ENITITY
HAVING JURISDICTION OR OWNERSHIP OF THAT R.O.W. OR EASEMENT. CONTRACTOR SHALL OBTAIN ALL PERMITS, APPROVALS,
INSPECTIONS, ETC. FROM THE AGENCY OF ENTITY HAVING JURISDICTION FOR THIS WORK.

IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR(S) TO PROTECT EXISTING STRUCTURES AND FACILITIES, INCLUDING
UTILITIES, NOT DESIGNATED FOR DEMOLITION OR REPLACEMENT/UPGRADE SUCH AS BUILDINGS, PIPES, INLETS/MANHOLES,
CABLES/WIRES, CONDUITS, APRONS, PAVEMENTS, BRIDGES, UTILITIES, TREES, ETC. FROM DAMAGE WHICH MIGHT OCCUR DURING
CONSTRUCTION. EXTREME CARE SHALL BE TAKEN IN UNDERCUT AREAS. THE CONTRACTOR(S) SHALL REPLACE OR REPAIR, AS
DIRECTED BY THE DPP COORDINATOR/INSPECTOR OR DESIGN PROFESSIONAL, ANY STRUCTURES OR FACILITIES DAMAGED
DURING CONSTRUCTION/THE LIFE OF THE CONTRACT. NO PAYMENT WILL BE MADE FOR REPLACEMENT OR REPAIR OF DAMAGED
ITEMS.

THE CONTRACTOR(S) SHALL PROVIDE POSITIVE PROTECTION (MAT/SHEET COVERINGS) FOR ALL EXPOSED EXCAVATIONS TO
PROTECT FROM INSTABILITY AND DETERIORATION DUE TO RAIN, WIND OR SNOW/ICE.

THE CONTRACTOR SHALL PROVIDE SURFACE DRAINAGE CHANNELS OR DIVISION DIKES, SUMPS AND SUMP PUMPS AND/OR OTHER
DEWATERING MEASURES AS REQUIRED TO PROTECT ALL EXCAVATIONS FROM FLOODING. FLOODING OF ANY EXCAVATION OF THE
SUBGRADE WILL BE CAUSE FOR COMPLETE REPREPARATION AND REAPPROVAL OF THE SUBGRADE.

ALL ORGANIC, WET, SOFT AND/OR OTHER UNSUITABLE MATERIALS SHALL BE REMOVED FROM PAVEMENT SUBGRADE AND
BACKFILLED WITH SUITABLE GRANULAR, FREE DRAINING MATERIAL. NO PAVEMENTS OR SLABS SHALL BE PLACED ONTO
SUBGRADE CONTAINING FREE WATER, FROST OR ICE. SHOULD WATER OR FROST ENTER AN EXPOSED EXCAVATION AFTER
SUBGRADE APPROVAL, THE SUBGRADE SHALL BE REINSPECTED BY THE INDEPENDENT TESTING AND INSPECTION AGENCY AFTER
REMOVAL OF WATER OR FROST.

THE CONTRACTOR(S) SHALL MAINTAIN ALL EROSION CONTROLS DURING CONSTRUCTION.

THE CONTRACTOR(S) SHALL ERECT PROTECTIVE DEVICES, SUCH AS TEMPORARY CHAIN-LINK FENCING, TO PROTECT THE SITE
FROM UNAUTHORIZED PERSONS FROM ENTERING THE WORK SITE.

THE CONTRACTOR(S) ARE RESPONSIBLE FOR THE PROTECTION OF EXISTING TREES TO REMAIN. NO EQUIPMENT, MATERIALS,
SOIL, OR OTHER DEBRIS SHALL BE STORED UNDER THE DRIPINE OF THE TREE. IF TREES ARE DAMAGED, ITEMS ARE STORED, OR
AREA UNDER THE DRIP IS DISTURBED, OTHER THAN DISTURBANCE CALLED FOR ON THE PLANS, IT IS THE CONTRACTORS
RESPONSIBILTY CORRECT THE DAMAGE TO THE SATISFACTION OF THE DPP COORDINATOR OR THE DESIGN PROFESSIONAL.

IF IT BECOMES NECESSARY TO CLOSE A PORTION OF THE ADJACENT STREET OR SIDEWALK DURING CONSTRUCTION, THE
CONTRACTOR(S) SHALL NOTIFY THE LOCAL AUTHORITY HAVING JURISDICTION. THE CONTRACTOR(S) SHALL OBTAIN ALL PERMITS
REQUIRED FOR THIS WORK OR CLOSURE.

THE CONTRACTOR(S) SHALL KEEP ALL PUBLIC AREAS CLEAN OF DEBRIS ON A DAILY BASIS. THE CITY OF PHILADELPHIA MAINTAINS
THE RIGHT TO CLEAN THE PROJECT SITE FOR CONTRACTOR NON-COMPLIANCE AT CONTRACTOR'S EXPENSE.

ALL MATERIAL REMOVED FROM THE PROJECT SITE SHALL BE DISPOSED OF IN A LAWFUL MANNER ACCORDING TO APPLICABLE
LOCAL, STATE, AND/OR FEDERAL REGULATIONS.
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THE CONTRACTOR(S) SHALL VERIFY ALL EXISTING CONDITIONS PRIOR TO CONSTRUCTION. NOTIFY OWNER, OWNER'S
REPRESENTATIVE AND DESIGN PROFESSIONAL OF ANY DESCREPANCIES. COMMENCEMENT WITH ANY WORK MEANS
CONTRACTOR HAS ACCEPTED EXISTING AND FIELD CONDITIONS.

IN ACCORDANCE WITH PENNSYLVANIA STATE LAW, NOTIFY ALL UTILITY COMPANIES (1-800-242-1776 PENNSYLVANIA ONE CALL
SYSTEM) AT LEAST (3) THREE BUSINESS DAYS IN ADVANCE OF BEGINNING CONSTRUCTION.

THE CONTRATOR(S) SHALL OBTAIN ALL REQUIRED/PERTINENT PERMITS FOR THIS WORK AND COMPLY AND ADHERE TO ALL
APPLICABLE REGULATIONS SET FORTH.

PERFORM DEMOLITION WORK IN ACCORDANCE WITH APPLICABLE LOCAL, STATE, AND/OR FEDERAL REGULATIONS AND
ORDINANCES AND WITH NATIONAL STANDARD SAFETY REQUIREMENTSFOR DEMOLITION.

DO NOT INTERFERE WITH THE USE OF ADJACENT BUILDING OR SITE AREAS.

IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR(S) TO PROTECT EXISTING STRUCTURES AND FACILITIES, INCLUDING
UTILITIES, NOT DESIGNATED FOR DEMOLITION OR REPLACEMENT/UPGRADE SUCH AS BUILDINGS, PIPES, INLETS/MANHOLES,
CABLES/WIRES, CONDUITS, APRONS, PAVEMENTS, BRIDGES, UTILITIES, TREES, ETC. FROM DAMAGE WHICH MIGHT OCCUR DURING
CONSTRUCTION. EXTREME CARE SHALL BE TAKEN IN UNDERCUT AREAS. THE CONTRACTOR SHALL REPLACE OR REPAIR, AS
DIRECTED BY THE DESIGNER, ANY STRUCTURES OR FACILITIES DAMAGED DURING CONSTRUCTION/THE LIFE OF THE CONTRACT.
NO PAYMENT WILL BE MADE FOR REPLACEMENT OR REPAIR OF DAMAGED ITEMS.

PREVENT MOVEMENT, SETTLEMENT, OR DAMAGE TO ADJACENT WALKWAYS, PAVEMENT, STRUCTURES, OR OTHER SITE ELEMENTS
TO REMAIN. ANY MOVEMENT, DAMAGE, OR SETTLEMENT THAT OCCURS SHALL BE REPAIRED BY THE CONTRACTOR AT NO
EXPENSE TO THE OWNER.

PROTECT ALL EXISTING PLANT MATERIALS FROM DAMAGE UNLESS THEY ARE INDICATED TO BE REMOVED. DO NOT PARK OR
STORE CONSTRUCTION VEHICLES, EQUIPMENT, AND/OR MATERIALS UNDER THE CANOPY (WITHIN THE DRIP LINE) OF ANY TREE TO
REMAIN. ANY DAMAGE SHALL BE REPAIRED OR THE PLANT MATERIAL REPLACED WITH PLANTS OF THE SAME SIZE BY THE
CONTRACTOR AT NO EXPENSE TO THE OWNER. ANY REPLACEMENT PLANT MATERIAL SHALL BE APPROVED BY THE LANDSCAPE
ARCHITECT.

PROVIDE, ERECT AND MAINTAIN BARRICADE AND LIGHTING AS REQUIRED BY APPLICABLE REGULATION TO PROTECT OCCUPANTS
OF BUILDING/FACILITY AND WORKERS.

DEMOLISH AND REMOVE WORK IN A MANNER WHICH ALLOWS FOR INTRODUCTION OF NEW ADJACENT WORK WITH-OUT DAMAGING
EDGE CONDITIONS TO THE EXISTING WORK.

DEMOLITION OF EXISTING UTILITIES INCLUDES THE REMOVAL OF PIPE, UTILITY STRUCTURES, DRAINS, MANHOLES, ENCASEMENT,
FITTINGS, VALVES, ETC.

DISPOSE OF ALL UNUSABLE MATERIAL AND DEBRIS RESULTING FROM THE WORK OFF OF THE SITE AND THE WORK AREAS CLEAN
AND READY FOR NEW WORK.

MAINTAIN UTILITY SERVICES TO ACTIVE EXISTING BUILDINGS AT ALL TIMES FOR THE DURATION OF THE CONSTRUCTION PERIOD.
COORDINATE WITH THE OWNER AND UTILITY PROVIDERS FOR ALL SHUTDOWNS FOR UTILITY CONNECTION AND RELOCATION
WORK.

ALL UTILITIES NOT SCHEDULED/INDICATED FOR DEMOLITION WITHIN THE LIMIT OF DEMOLITION/WORK AREA SHALL BE PROTECTED
AND MAINTAINED DURING CONSTRUCTION.

SEE EROSION AND SEDIMENTATION CONTROL PLANS, NOTES AND DETAILS FOR EROSION CONTROL MEASURES AND
CONSTRUCTION SEQUENCE.

ALL MATERIALS DEMOLISHED, UNLESS IDENTIFIED TO BE SAVED OR SALVAGED (CONCRETE, PAVING, ROOT MAT, FENCING AND ALL
OTHER DEBRIS) SHALL BE REMOVED FROM THE SITE AND DISPOSED OF PER FEDERAL, STATE, AND LOCAL REGULATIONS. ALL
COSTS OF HAULING, DISPOSAL, AND TIPPING FEES ARE THE RESPONSIBILITY OF THE CONTRACTOR AS PART OF THE BASE BID.
ALL MATERIALS IDENTIFIED TO BE SALVAGED SHALL BE REMOVED WITH CARE TO PREVENT AND MINIMIZE DAMAGE AND SHALL BE
STORED ON-SITE FOR REUSE OR FOR RETRIEVAL BY OWNER OR THE OWNER'S REPRESENTATIVE.

ALL QUANTITIES OF DEMOLITION SHALL BE DETERMINED BY THE CONTRACTOR AND COVERED IN THE BASE BID. CONTRACTOR
SHALL MAKE NECESSARY SITE INSPECTIONS PRIOR TO BID TO VERIFY ALL QUANTITIES AND CONDITIONS TO HIS/HER
SATISFACTION.

SAWCUT AND TRIM ALL EXISTING CONCRETE AND ASPHALT PAVEMENT EDGES PRIOR TO INSTALLING NEW PAVING. ENDS OF DAILY
NEW ASPHALT PAVEMENT INSTALLATIONS SHALL BE SAWCUT AND TRIMMED NEATLY TO RECEIVE AND INTERSECT NEXT AREA OF
NEW ASPHALT PAVEMENT.

ALL EXCAVATED MATERIALS REMOVED FROM THE SITE SHALL BE DISPOSED OF IN A LAWFUL MANNER. IN ACCORDANCE WITH
PADEP CLEAN FILL REGULATION OR WASTE DISPOSAL REQUIREMENTS.

SITE LAYOUT NOTES:

1.

VERIFY ALL DIMENSIONS AND ACCEPT SITE CONDITIONS PRIOR TO COMMENCING WORK. COMMENCING WORK MEANS THE
CONTRACTOR(S) HAVE ACCEPTED SITE CONDITIONS.

ALL DIMENSIONS ARE FROM FACE OF BUILDING/CURB OR EDGE OF PAVEMENT UNLESS OTHERWISE NOTED. WALKWAYS ABUTTING
CURBS OR WALLS SHALL BE MEASURED FROM THE BACK OF THE CURB/WALL.

ALL ANGLES ARE 90 DEGREES UNLESS OTHERWISE NOTED.

ALL RADII AND DIMENSIONS ARE TO THE FACE OF CURB, FACE OF BUILDING, FACE OF WALL UNLESS OTHERWISE NOTED WITH
(B-B), WHICH INDICATES BACK OF CURB, WALL, ETC.

THE CONTRACTOR(S) SHALL BE RESPONSIBLE FOR LAYOUT AS DETAILED IN THESE CONSTRUCTION DOCUMENTS FOR THIS
PROJECT.

THE NEW PAVING SHALL PROVIDE A SMOOTH TRANSITION TO EXISTING PAVING WITHOUT ABRUPT CHANGE IN GRADE.
MAINTAIN POSITIVE DRAINAGE AND ELIMINATE LOW SPOTS.

PLAYGROUND NOTES:

1.

PLAYGROUND EQUIPMENT, SAFETY ZONES, AND CRITICAL FALL HEIGHTS LISTED ARE PER DRAWINGS AND INFORMATION
PROVIDED BY PLAYWORLD AND LITTLE TYKES.

PLAYGROUND EQUIPMENT IS BEING FURNISHED BY THE CITY OF PHILADELPHIA AND INSTALLED BY A SEPARATE CONTRACTOR.
GENERAL CONTRACTOR SHALL COORDINATE SITE WORK AND PLAYGROUND SURFACING WITH PLAYGROUND EQUIPMENT
INSTALLER.

SAFETY ZONES SHALL MEET THE REQUIREMENTS OF THE PUBLIC PLAYGROUND SAFETY HANDBOOK PUBLISHED BY THE UNITED
STATES CONSUMER PRODUCT SAFETY COMMISSION,

PLAYGROUND EQUIPMENT SHALL MEET THE REQUIREMENTS OF THE PUBLIC PLAYGROUND SAFETY HANDBOOK PUBLISHED BY THE
UNITED STATES CONSUMER PRODUCT SAFETY COMMISSION AND THE REQUIREMENTS OF ASTM-F1487.

SAFETY SURFACE DEPTHS SHALL MEET OR EXCEED THE FALL HEIGHT REQUIREMENTS FOR THE VARIOUS PLAYGROUND
EQUIPMENT PIECES/UNITS SPECIFIED PER ASTM-F1487.

10.

11.

12.

PROVIDE POSITIVE DRAINAGE AWAY FROM ALL STRUCTURES.

UNLESS OTHERWISE NOTED, MINIMUM SLOPE SHALL BE 4 INCH PER FOOT OR 2% AND A MAXIMUM SLOPE SHALL NOT EXCEED 3:1
(H:V) OR 33% FOR NON-PAVED SURFACES.

GRADES ON DESIGNATED HANDICAPPED ACCESSIBLE AREAS/ROUTES SHALL COMPLY WITH THE PROVISIONS OF THE AMERICANS
WITH DISABILITIES ACT.

GRADE EARTHEN, NON-PAVED, SURFACES TO A SMOOTH FINISH. SLOPE LAWN AREAS IN SWALES TO A GENTLE CROWN ALONG THE
CENTERLINE UNLESS OTHERWISE SHOWN.

GRADE ALL SEEDED FINE LAWN AREAS FLUSH WITH FINISH GRADE. ADJUST FINISHED GRADE TO THE PROPER DEPTH WHERE SOD
ABUTS PAVED AREAS.

GRADE ALL TREE/SHRUB/GROUNDCOVER PLANTING BEDS TO 3 INCHES BELOW TOP OF ABUTTING CURBS, PAVING, OR LAWN AREAS
TO ALLOW FOR MULCHING.

REFER TO PLANTING PLAN FOR ADDITIONAL NOTES.

ELIMINATE ROUGH AND LOW AREAS TO ENSURE POSITIVE DRAINAGE.

FINISHED SURFACES SHALL BE GRADED SMOOTH AND EVEN WITH NO ABRUPT OR AWKWARD CHANGES IN GRADE. SURFACE
FINISHES NOT MEETING THIS STANDARD OR NOT DEEMED ACCEPTABLE BY THE DESIGNER OR OWNER SHALL BE CORRECTED AT
THE CONTRACTOR'S EXPENSE.

NOTIFY THE LANDSCAPE ARCHITECT IMMEDIATELY IF SLOPE REQUIREMENTS CANNOT BE MET. AT NO TIME WILL SLOPES IN
EXCESS OF THOSE ABOVE THE MAXIMUM ALLOWED WILL BE ACCEPTED, UNLESS PRIOR APPROVAL IS RECEIVED IN WRITING BY THE
DESIGNER.

PLANS INDICATE ALL FINISH GRADE ELEVATIONS. PROVIDE SUBGRADE ELEVATIONS AS REQUIRED BY PLANS, DETAILS, OR
SPECIFICATIONS. PROVIDE PROPERLY COMPACTED SUBGRADES OF NATIVE SOIL OR APPROVED FILL. SUBGRADES SHALL BE
INSPECTED BY A QUALIFIED INSPECTOR TO ENSURE COMPACTION REQUIREMENTS ARE MET. NATIVE SOILS, FILL, OR SUBGRADES
DEEMED INSUFFICIENT SHALL BE REMOVED AND REPLACED WITH APPROPRIATE MATERIAL.

COORDINATE GRADING WORK WITH WORK OF OTHER TRADES OR WORK BY OTHERS AS REQUIRED TO COMPLETE THE PROJECT.

GENERAL LANDSCAPING NOTES:

ISSUE DATE REVISIONS
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PLANT MATERIAL SHALL BE FURNISHED AND INSTALLED AS INDICATED INCLUDING ALL LABOR, MATERIALS, PLANTS EQUIPMENT,
INCIDENTALS AND CLEAN UP.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR PLANTING AT CORRECT GRADES AND ALIGNMENT.

PLANTS SHALL BE TYPICAL OF THEIR SPECIES AND VARIETY, HAVE NORMAL GROWTH HABITS, WELL DEVELOPED BRANCHES, BE
DENSELY FOLIATED, HAVE VIGOROUS ROOT SYSTEMS AND BE FREE OF DEFECTS AND INJURIES.

ANY SOIL OR DRAINAGE CONDITIONS CONSIDERED DETRIMENTAL TO THE PLANT MATERIAL, SHALL BE REPORTED TO THE
LANDSCAPE ARCHITECT PRIOR TO INSTALLATION OF PLANT MATERIAL.

ALL PLANT MATERIAL SHALL BE GUARANTEED BY THE CONTRACTOR TO BE IN VIGOROUS GROWING CONDITION.

PROVISIONS SHALL BE MADE FOR A GUARANTEE OF AT LEAST ONE (1) YEAR FOR TREES AND SHRUBS. REPLACEMENT SHALL BE
MADE AT THE BEGINNING OF THE FIRST SUCCEEDING PLANTING SEASON. ALL REPLACEMENTS SHALL HAVE A GUARANTEE
EQUAL TO THAT STATED ABOVE. INSOFAR AS IT IS PRACTICABLE,

PLANT MATERIALS SHALL BE PLANTED ON THE DAY OF DELIVERY. IN THE EVENT THIS IS NOT POSSIBLE, THE CONTRACTOR
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1. SEE G-1.0 FOR GENERAL NOTES
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CONTROL PLAN, NOTES AND DETAILS.

LEGEND

REVISIONS

O IRONPIN
[C]  CORNER MONUMENT
A PKORMAG NAIL
©®  MONITORING WELL
@ BENCHMARK
@&  TEST BORING LOCATION
o FEATURE.e. DOWNSPOUT
o FEATUREXXX
ELECTRIC METER
BOLLARD
UTILITY POLE
UTILITY POLE WITH LIGHT
FIRE HYDRANT
HIGH PRESSURE FIRE HYDRANT
LAMP POST
LIGHT POLE

BUILDING MOUNTED LIGHT
PARKING METER

SIGN

BIKE RACK

TRAFFIC SIGNAL LIGHT
GAS VALVE, GAS BOX
WATER VALVE

CURB BOX UNKNOWN ORIGIN
SEWER VENT

oCO  CGLEANOUT

WATER METER
HANDICAPPED SYMBOL
HANDICAP RAMP

SHRUB

TREE CONIFEROUS
TREE DECIDUOUS

CITY INLET

OPEN MOUTH GRATE INLET
GRATE INLET / YARD DRAIN
OLD CITY INLET #
MANHOLE UNKNOWN

TC 28.50
BC 28.00
x 27.00
INV.
GR.
DP.
™
&
R
F.F.
AC
SF
W/L
Y/L
N/F
D.E.
D.I.
R.C.

VIT.

PROPERTY LINE

FENCE

WOOD FENCE

GUARD RAIL

RAILROAD TRACK
HEDGE, TREE LINE
CONTOUR LINE
OVERHEAD WIRES
VERIZON LINE, MANHOLE
STORM PIPING, MANHOLE
SANITARY SEWER, MANHOLE
GAS LINE, MANHOLE
ELECTRIC LINE, MANHOLE
WATER LINE, MANHOLE
STEAM LINE

ASPHALT
CONCRETE

GRASS

TOP OF CURB ELEVATION
BOTTOM OF CURB ELEVATION
SPOT ELEVATION

INVERT

GRATE

DEPTH

TOP OF WALL

CENTER LINE

PROPERTY LINE

FINISH FLOOR

ACRES

SQUARE FEET

WHITE LINE

YELLOW LINE

NOW OR FORMERLY
DEAD END

DUCTILE IRON
REINFORCED CONCRETE
VITRIFIED

ISSUE DATE REVISIONS

PENNSYLVANIA ONE CALL SYSTEM, INC.
925 Irwin Run Road
Mifflin,
15122 — 10

BEFORE YOU DIG ANYWHERE IN
PENNSYLVANIA! CALL 1-800-242-1776
NON—MEMBERS MUST BE CONTACTED DIRECTLY

PA LAW REQUIRES THREE WORKING DAYS
NOTICE TO UTIUTIES BEFORE YOU EXCAVATE,
DRILL. BLAST OR DEMOLISH

PA ONE-CALL NUMBER (FOR DESIGN ONLY):

20161761213

DPP PROJECT COORDINATOR:

BERNARD McFADDEN

DEMOLITION PLAN LEGEND

LIMIT OF DISTURBANCE

SAWCUT LINE

ITEM(S) TO BE DEMOLISHED TAG

ASPHALT PAVEMENT TO BE
SAWCUT AND REMOVED

ASPHALT PAVEMENT TO BE MILLED
AND OVERLAYED.

CONCRETE PAVEMENT TO BE SAW
CUT AND REMOVED

EARTH TO BE EXCAVATED AND
REMOVED

DEMOLITION CALLOUT LEGEND

LAND. ARCH. SEAL:

KEVIN M. SELGER, RLA - PA LICENSE 002685

OOLOOV

REMOVE FENCE FABRIC. FOOTER AND
POSTS TO REMAIN.

SAWCUT AND REMOVE ASPHALT DOWN TO
GRAVEL BASE.

SAWCUT AND REMOVE ASPHALT AND
GRAVEL BASE.COORDINATE WITH L-2.0 FOR
DIMENSIONS

REMOVE SOD AND SOIL DOWN TO
SUITABLE BASE. SEE SHEET L-2.0 FOR
DIMENSIONING

MILL ASPHALT

REMOVE FUNNEL BALL POST, BASE AND
BUCKET

REMOVE ALL BASKETBALL POSTS,
FOOTINGS, BACKBOADS AND RIMS (TYP)

SAWCUT AND REMOVE CONCRETE(SEE
3/L-5.0 FOR DETAILS)

PRIMARY CONSULTANT:

GILMORE & ASSOCIATES, INC.
DESIGN, ENGINEERING, LANDSCAPE

ARCHITECTURE & TECHNICAL CONSULTING
1617 JOHN F. KENNEDY BLVD., SUITE 425
PHILADELPHIA, PA 19103

65 EAST BUTLER AVENUE, SUITE 100

NEW BRITAIN, PA 18901

PHONE: (215) 345-4330

CITY OF PHILADELPHIA
DEPARTMENT OF PUBLIC PROPERTY

1515 ARCH STREET
11TH FLOOR, ONE PARKWAY BUILDING

PHILADELPHIA PENNSYLVANIA

DPP PROJECT NUMBER

16-16-4829-01

PROJECT TITLE:

IMPROVEMENTS TO
MOSS PLAYGROUND

5700 TORRESDALE AVE., PHILADELPHIA PA

DRAWING TITLE:

EXISTING CONDITIONS &
DEMOLITION PLAN

DPP PROJECT NO.: DRAWING NO.:
16-16-4829-01
CONSULTANT PROJECT NO.:
20140204118
PATE: 011-15-2018 L 1 O
SCALE: AS SHOWN "
DRAWN BY: MDS
0 10 20 40 ,
F—_ CHECKED BY: KMS
ONE INCH
NOTE:

ALL DIMENSIONS AND CONDITIONS SHALL BE VERIFIED BY THE
CONTRACTOR AT THE SITE BEFORE PROCEEDING WITH THE WORK.



AutoCAD SHX Text
Bench

AutoCAD SHX Text
Bench

AutoCAD SHX Text
Bench

AutoCAD SHX Text
Bench

AutoCAD SHX Text
Bench

AutoCAD SHX Text
Bench

AutoCAD SHX Text
H/R

AutoCAD SHX Text
H/R

AutoCAD SHX Text
C. Curb

AutoCAD SHX Text
H/R

AutoCAD SHX Text
H/R

AutoCAD SHX Text
TS

AutoCAD SHX Text
H/R

AutoCAD SHX Text
E

AutoCAD SHX Text
D

AutoCAD SHX Text
A

AutoCAD SHX Text
L

AutoCAD SHX Text
I

AutoCAD SHX Text
H

AutoCAD SHX Text
P

AutoCAD SHX Text
H

AutoCAD SHX Text
P

AutoCAD SHX Text
L

AutoCAD SHX Text
A

AutoCAD SHX Text
I

AutoCAD SHX Text
ARTFULLY REPRODUCED

AutoCAD SHX Text
BY MADMAN RADER

AutoCAD SHX Text
BY MADMAN RADER

AutoCAD SHX Text
ARTFULLY REPRODUCED

AutoCAD SHX Text
ARTFULLY REPRODUCED

AutoCAD SHX Text
T

AutoCAD SHX Text
A

AutoCAD SHX Text
M

AutoCAD SHX Text
E

AutoCAD SHX Text
N

AutoCAD SHX Text
O

AutoCAD SHX Text
ARTFULLY REPRODUCED

AutoCAD SHX Text
BY MADMAN RADER

AutoCAD SHX Text
PA LAW REQUIRES THREE WORKING DAYS

AutoCAD SHX Text
NOTICE TO UTILITIES BEFORE YOU EXCAVATE,

AutoCAD SHX Text
DRILL, BLAST OR DEMOLISH

AutoCAD SHX Text
PENNSYLVANIA ONE CALL SYSTEM, INC.

AutoCAD SHX Text
NON-MEMBERS MUST BE CONTACTED DIRECTLY

AutoCAD SHX Text
PENNSYLVANIA! CALL 1-800-242-1776

AutoCAD SHX Text
BEFORE YOU DIG ANYWHERE IN

AutoCAD SHX Text
P

AutoCAD SHX Text
O

AutoCAD SHX Text
T

AutoCAD SHX Text
Y

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
E

AutoCAD SHX Text
P

AutoCAD SHX Text
N

AutoCAD SHX Text
N

AutoCAD SHX Text
1-800-242-1776

AutoCAD SHX Text
G

AutoCAD SHX Text
!

AutoCAD SHX Text
O

AutoCAD SHX Text
L

AutoCAD SHX Text
A

AutoCAD SHX Text
C

AutoCAD SHX Text
-

AutoCAD SHX Text
L

AutoCAD SHX Text
B

AutoCAD SHX Text
F

AutoCAD SHX Text
E

AutoCAD SHX Text
R

AutoCAD SHX Text
I

AutoCAD SHX Text
D

AutoCAD SHX Text
U

AutoCAD SHX Text
O

AutoCAD SHX Text
Y

AutoCAD SHX Text
E

AutoCAD SHX Text
.

AutoCAD SHX Text
West Mifflin, Pennsylvania

AutoCAD SHX Text
T

AutoCAD SHX Text
M

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
O

AutoCAD SHX Text
E

AutoCAD SHX Text
N

AutoCAD SHX Text
L

AutoCAD SHX Text
A

AutoCAD SHX Text
V

AutoCAD SHX Text
L

AutoCAD SHX Text
I

AutoCAD SHX Text
N

AutoCAD SHX Text
A

AutoCAD SHX Text
A

AutoCAD SHX Text
S

AutoCAD SHX Text
L

AutoCAD SHX Text
S

AutoCAD SHX Text
Y

AutoCAD SHX Text
925 Irwin Run Road

AutoCAD SHX Text
15122 - 1078

AutoCAD SHX Text
C

AutoCAD SHX Text
N

AutoCAD SHX Text
,

AutoCAD SHX Text
I


TRIANGULAR SPACING PLANTING
CHART
SPACING (S)IN"|  PLANT ROW (R) IN" PLANTS/SF N © N PLANT CENTER
6 5.20 461 Nl PLANT ROW
8 6.90 2.60
9 7.80 2.00 P > 5 _f
10 8.60 1.66 /N / N,/ \ 2
12 10.40 115 A~ % ?VX J
-\ \/ -

15 13.00 0.74 ) s s 7~
18 15.60 0.51
24 21.00 0.27

EDGE OF PLANTING BED —] %
36 31.00 0.19 z

N

48 4150 0.07

m VEGETATIVE BED/PERENNIAL PLANTING DETAIL AND SPACING CHART

WOOD STAKES NOT TO
EXCEED DIAMETER OF TREE
CALIPER

TOP OF ROOTBALL (TRUNK ARBOR TIE WEBBING \ /§
FLARE) SET AT OR 1" MAX. REMOVE TREE WRAP \
ABOVE FINISH GRADE (WITH §
TRUNK FLARE VISIBLE) 3-4" SHREDDED /
FOLD DOWN BURLAP AND HARDWOOD MULCH, KEEP \ &8
WIRE BASKET FROM TOP 1/3 6" AWAY FROM TRUNK \ “’V
OF THE ROOT BALL EARTH SAUCER 4" HIGH g
APPROXIMATE ADJACENT BEYOND EDGE OF ROOTBALL \ /
GRADE PLANTING SOIL MIX
! M > X
QLKL <\ K é_/_l{_\[/_é/ 4
H_Imu|——|_ \/ XK Y ﬁ T~ 1:1 SLOPE \
== KL _HTIW-L
- | |——I : N D L ROOT BALL SET ON ) ]
= = |TA=‘ ] —|[[—||[=H| | =  unexcavaTep suGrADE OR ( s
g S e vl e TAMPED SOIL MOUND

e

2X ROOTBALL DIA.

PREPARE SUBGRADE

m TREE PLANTING DETAIL

NTS

(44) ¥y 8# €

35.5 N

A’

LEGEND

51 l_2ll

48" HT. CHAIN LINK FENCE

SITE DETAIL TAG

6 FULL DEPTH ASPHALT

A\ L-SO/QDAV ING
N—

MULCH / PLANTING BED

6.6

MILL AND OVERLAY

CONCRETE PAVEMENT

FULL DEPTH ASPHALT

NOTES:

1- SEE G-1.0 FOR GENERAL NOTES.
2- CONTROL JOINTS FOR NEW CONCRETE PAVING SHALL

MATCH EXISTING..

ALIGN WITH BASKETBALL COURT

6.28

A

@ GROUNDCOVER PLANTS
E § FINISHED GRADE
— 3 \ 2" OF SETTLED DEPTH,
/ 2 \\ BASKETBALL BACKBOARD lfgglinl\gl#léfﬂg AWAY
(or ) MRl et et eastms |
' NN QUL -} PLANTING Mix
P N s 2 A — PREPARED

SUBGRADE

\ \ Els=GE

- ~— PLANT SPACING ——

VEGETATIVE BED PLANTING DETAIL

w TYPICAL NTS

3"-4" SHREDDED
HARDWOOD MULCH

ASPHALT
PAVEMENT

- 6"MIN. £~

REVISIONS

ISSUE DATE REVISIONS

PENNSYLVANIA ONE CALL SYSTEM, INC.
925 Irwin Run Road
Mifflin,
15122 = 10

BEFORE YOU DIG ANYWHERE IN
PENNSYLVANIA! CALL 1-800—-242-1776
NON—MEMBERS MUST BE CONTACTED DIRECTLY

PA LAW REQUIRES THREE WORKING DAYS

NOTICE TO UTIUTIES BEFORE YOU EXCAVATE,
DRILL, BLAST OR DEMOLISH

PA ONE-CALL NUMBER (FOR DESIGN ONLY):

2016176121

DPP PROJECT COORDINATOR:

BERNARD McFADDE

LAND. ARCH. SEAL:

KEVIN M. SELGER, RLA - PA LICENSE 002685

L-2.0 TYPICAL NTS
\ T \
PLANT SCHEDULE . - _AMENDED PLANTING
Canopy trees . ,39L salea ' 30FT POLES SOIL
Key Botantical name Common name Qty. Size Root Notes/Comments 8" } 2 FIXTURES (TYP)
GT Gleditsia tricanthos Inermis Honey Locust 4 2.5" CAL. B&B “ 343 : / = gu?sogc\ﬁ@ﬁoﬂg 4 PLANT'NG |SLAN D BED DETA'L
Grasses ! s L2.0 ] TYPICAL NTS
PaH Pennsetum alopecuroides 'Hameln' Dwarf Fountain Grass 120 | 1 GALLON CONT. 36" Spacing \
&=
Total 124 \ /_\ \
— ' N 34.5 8
8 \ \ [1 MILL AND OVERLAY
34.10
x 34.52 \) &=84:62 L-5.0
8" CONCRETE CURB \
/ \ /SWNGSET ELECTRIC B
33.8
~ s " m BASKETBALL BACKBOARD
I \ AND POST + FULL DEPTH
N - - L-5.0 ASPHALT REPAIR
X3 PLAYSET \
% e / o \ - -
5 \ 33.13 \ 4 PRIMARY CONSULTANT:
CONCRETE P
" PAVING O \ 7 GILMORE & ASSOCIATES, IN
\ 334 . X7V, : ‘ . DESIGN, ENGINEERING, LANDSCAPE
& 8 \ SOFT PLAY SURFACE ARCHITECTURE & TECHNICAL CONSULTING
\ 1617 JOHN F. KENNEDY BLVD., SUITE 425
) T 2 PHILADELPHIA, PA 19103
. 9 / SEEN REPLACE FENCE FABRIC ONLY; POSTS TO —— TREE PLANTING 65 EAST BUTLER AVENUE, SUITE 100
48" CHAIN [ 9 . \ REMAIN. 2" BLACK PVC VINYL CHAIN LINK FENCE _, L-2.0 NEW BRITAIN, PA 18901
LINK FENCE 150 / x o\t S o : PHONE: (215) 345-4330
\ PLAY STRUCTURE ~_ r9svs |— §
NEW/EXISTING ASPHALT PAVING - L
. AN -4 4 | CITY OF PHILADELPHIA
32\ x 33-42 34.64 SRR 34.86 > . B \
PP I z \ \ T E\ \< \{FKME\ R EN @1.82 /4/67 ZZ/ % /5/ /// // ERCS //}Lj’/ 705 //EQ~ // 5 j/ ||:‘II: _|<\r PLANTING ISLAND BED DEPARTMENT OF PUBLIC PROPERT
. ) | -
iz - {7 7% ///5/5///4/;;/454/,/;;/5/5;57/427//////;//)V CLL = L-2.0 \ 1515 ARCH STREET
3. 33 _ p % % ‘
N 403 43 N o /4/;/;//;/;/;/;7//,;5;/ 5 /;//;7/7///;///; /;;; Ll 11TH FLOOR, ONE PARKWAY BUILDING
gt o N ) o o I ////7/////////// //////// ///j/ RSN Ll & \ PHILADELPHIA PENNSYLVANI/
PP ELECTRIC OUTLET / =
< { X < DPP PROJECT NUMBER
4 16-16-4829-(
/
SPO\\I;IIEEETE L-5.0 . \ m VEGETATIVE BED PLANTING PROJECTTIE
JOINT 1 P N\ L-2.0 \ IMPROVEMENTS TO
*SCHEDULE N
. T MOSS PLAYGROUND
N T\ x . FF 3523 m 5700 TORRESDALE AVE., PHILADELPHIA PA
X A DRAWING TITLE:
reoesr (L N )
) S
L~ I (3326 x33.32 x Aﬂ e o MATERIALS & LAYOUT
32.5>< \ A s %{.61 \ o gF& h : KFFé.\Z\S \ 34.72 P 6
. ~ x4 ’ ] Ji < o < FULL DEPTH ASPHALT PAVING
—— = A oo pTolofol [ | | [ [ Tof s e DS 33.74 A bs B L-5.0 \ DPP PROJECT NO.: DRAWING NO.:
= S S \ dag Mo s < \ e 16-16-4829-01
] > 1 I g RAMP A RAILING * <7 g
::J 5\ o | RALING B 4 ) A . ‘L /—\1 & P h \ CONSULTANT PROJECT NO. 201402041 1 8
CONCRETE WALKWAY g4 N g . 34.50 a -
A —_ BENEHAARK- 4651 DATE:
g A y i 4 X?HBA \A <, 3345 \q — | 33.69 A\é § oaa 120 011-15-2018 L 2
. A B@f) Ck} - 4 RAILING A A RATCIN N RAMP - ELEV. 34.61 SCALE: AS SHOWN - .
2.21 32.26 2 4 243293 2.97 N 33.00 44 4 o —
? 32.74 ———T /|8 CHAIN LINK FENCE < Yy — < — —— ORAVN Y.
) — — . — Fac \ | MDS
e B LO C K= o ~ 14— ’A* '\—' x 338 T — 0 > 10 20 CHECKED BY:
v . = — =" i m— .-k . _— w & o TR — ONE INCH - KM

NOTE:
ALL DIMENSIONS AND CONDITIONS SHALL BE VERIFIED BY THE

CONTRACTOR AT THE SITE BEFORE PROCEEDING WITH THE WORK.



AutoCAD SHX Text
Bench

AutoCAD SHX Text
Bench

AutoCAD SHX Text
Bench

AutoCAD SHX Text
Bench

AutoCAD SHX Text
Bench

AutoCAD SHX Text
Bench

AutoCAD SHX Text
E

AutoCAD SHX Text
D

AutoCAD SHX Text
A

AutoCAD SHX Text
L

AutoCAD SHX Text
I

AutoCAD SHX Text
H

AutoCAD SHX Text
P

AutoCAD SHX Text
H

AutoCAD SHX Text
P

AutoCAD SHX Text
L

AutoCAD SHX Text
A

AutoCAD SHX Text
I

AutoCAD SHX Text
ARTFULLY REPRODUCED

AutoCAD SHX Text
BY MADMAN RADER

AutoCAD SHX Text
BY MADMAN RADER

AutoCAD SHX Text
ARTFULLY REPRODUCED

AutoCAD SHX Text
ARTFULLY REPRODUCED

AutoCAD SHX Text
T

AutoCAD SHX Text
A

AutoCAD SHX Text
M

AutoCAD SHX Text
E

AutoCAD SHX Text
N

AutoCAD SHX Text
O

AutoCAD SHX Text
ARTFULLY REPRODUCED

AutoCAD SHX Text
BY MADMAN RADER

AutoCAD SHX Text
PA LAW REQUIRES THREE WORKING DAYS

AutoCAD SHX Text
NOTICE TO UTILITIES BEFORE YOU EXCAVATE,

AutoCAD SHX Text
DRILL, BLAST OR DEMOLISH

AutoCAD SHX Text
PENNSYLVANIA ONE CALL SYSTEM, INC.

AutoCAD SHX Text
NON-MEMBERS MUST BE CONTACTED DIRECTLY

AutoCAD SHX Text
PENNSYLVANIA! CALL 1-800-242-1776

AutoCAD SHX Text
BEFORE YOU DIG ANYWHERE IN

AutoCAD SHX Text
P

AutoCAD SHX Text
O

AutoCAD SHX Text
T

AutoCAD SHX Text
Y

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
E

AutoCAD SHX Text
P

AutoCAD SHX Text
N

AutoCAD SHX Text
N

AutoCAD SHX Text
1-800-242-1776

AutoCAD SHX Text
G

AutoCAD SHX Text
!

AutoCAD SHX Text
O

AutoCAD SHX Text
L

AutoCAD SHX Text
A

AutoCAD SHX Text
C

AutoCAD SHX Text
-

AutoCAD SHX Text
L

AutoCAD SHX Text
B

AutoCAD SHX Text
F

AutoCAD SHX Text
E

AutoCAD SHX Text
R

AutoCAD SHX Text
I

AutoCAD SHX Text
D

AutoCAD SHX Text
U

AutoCAD SHX Text
O

AutoCAD SHX Text
Y

AutoCAD SHX Text
E

AutoCAD SHX Text
.

AutoCAD SHX Text
West Mifflin, Pennsylvania

AutoCAD SHX Text
T

AutoCAD SHX Text
M

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
O

AutoCAD SHX Text
E

AutoCAD SHX Text
N

AutoCAD SHX Text
L

AutoCAD SHX Text
A

AutoCAD SHX Text
V

AutoCAD SHX Text
L

AutoCAD SHX Text
I

AutoCAD SHX Text
N

AutoCAD SHX Text
A

AutoCAD SHX Text
A

AutoCAD SHX Text
S

AutoCAD SHX Text
L

AutoCAD SHX Text
S

AutoCAD SHX Text
Y

AutoCAD SHX Text
925 Irwin Run Road

AutoCAD SHX Text
15122 - 1078

AutoCAD SHX Text
C

AutoCAD SHX Text
N

AutoCAD SHX Text
,

AutoCAD SHX Text
I


Vv

v \2
v

v \2
\4

v v
2

v \2
v

v v
v

v v
v

v v

\4

v

N2

/AVENUE -
F. PHILADELPHIA

v

N2

v

Vv

v

NUE

‘OPA/BRT786536800. "

.- .ZONING: RSA-5-
.- 146,179 5.F. - -

Vv

N2

4

v 2
v

v v
v

v v
\4

v v
\4

v \2
v

v 2
N2

v v
2

v Vv
v

é v
\Z

v NG
v

v v
v

v \2
N2

v 2
\4

v v
2

v v
v

v v
v

v v
v

v

v v
v v v v v
v v v v v v
v v N v v v v
N v N v v N v N
v N v v v v v v v
v v v v v v v v v v
v v v N v v v v v v v
N v v N v N v v N v N
v v N v N v v N v v v v
v v v v v v v v v v v v v
v v v v N v N v v N v v v v
v v v v v v v v v v v v v v
N v v v v N v N v v N v v v v
v v v v N v v N v N v v N v N v v N
2 v v v v v v v N v N v
U 5700 TORRESDALE
v Vv v v v v Vv v v v N Vv v v v £ g v v N
v v v v v v v v N7
S .OWNERICITY O
P v v v v v v v v v v v v v v
2 N v v v v N v N v
\\V v v Vv v v Vv Vv Vv
12 N v v v v N v N v
v y} v v N v v N v N
2 N v v v v N v N
v v v v N v v N v N
v v v \V&\V v Vv v v v v
v v v v N v v N v N
2 N v v v v N v N v v
v v v v V<S> v v v v v
12 N v v v v N v N v v N
v v v v N v v N v N v v3 v35582
12 N v v v v VoSV N v v w( Y \Z
v v v v N v v N v N v v N v N v
2 v v v v v v v N v v v v v v v
v v v v N v v N @v N v v N v N
2 N v v v v N v v v v N v v v v
v v v v N v v N v N v v N v N
2 N v v v v N v N v v N v v v v
v v v v v v v v v \v@v v v v v
12 N v v v v N v N v v N v v v v
v v v v N v v N v N v v N v N
12 N v v v v N v N v v v P v v v
v v v v v v v v v v v v Vv v v
v Vv v v v v Vv v v v v Vv v v v v
v v v v N v v N v N v v v PV N
2 N v v v v N v N v v N v v v v
v v v v N v v N v N v v N v \Z
2 v v v v v v v N v v v v v Voo
v v v v Vv v v Vv Vv WGRAS§/ v Vv v Vv
12 N v v v v N v N v v N v v v v
v v v v N v v N v N v v N v N
2 v v v v v v v N v v v v v v
v v v v N v v N v N v v N v
12 N v v v v N v N v v N v v v
v v v v N v v N v N v v N v N
v v v v v v v v v v v v v v v v
v v v v v v v v v v v v v v v
2 N v v v v N v N v v N v v v v
v v N v N v v N v N v v N v N
12 N v v v v N v N v v X v v v v
v v v v v v v v v v \P\\V v v
2 v v v v v v v N B4 v v 2 v
v v v v N v v N v N v v N & N
12 N v v v v N v N v v N v v v v
v v v v v v A7 v v v v v Vv W\\V
2 v v v v v v N v v v 2 v v X
v v v v N < v N v N v < N v N
12 N v v v v N v N v v v v v v
v v v v N v v N v N v N
v Vv v v, v v v v v v v v v
v v v v v v v v v v v
2 N v v v N v N 4 v N v v
v v v v N v v N 4 N v v N
v N v v v v N v J v v N v
v v v v v v v v v v v
2 v v v v v v N v v v v
v v v v N v N v N v 4 N
2 v v v v v v N v v 4 v v
2 v v v v v v v v >(33.2%/ v
2 v v v v v v N v v v v
v v v v v v v v v v v
2 v v v v v v v
v v v § CONCRETE CYRB
v Vv v
v v v
v v v
v v v
v \2 \2
v v v
v v v

v

ACRES)

PLAYSET

N
N2

“PARCEL.117N12-0146

<

<

2

v

v

v

v

v

v

v

v

v

@ g
v v
N\ 2 \% v

v

v

v

v

\Z N4
VMULCHWPLANTING AREX v v

v

v v (X

STAMUM LIGHT {TYP.

v / v
;"34.1

N
N
Y \Z

v v \Z
v v N4

1- REGRADE EARTH TO BE FLUSH WITH TOP OF NEW
v v v PAVEMENT AND GRADE TO MEET EXISTING LAWN AT A MAX
v v 2% SLOPE
ooy v 2. MAINTAIN A MINIMUM OF 10' OFF OF APPROXIMATE EDGE OF

NOTE:

o FOOTBALL FIELD FOR ANY NEW PAVEMENT.

N\

TIE INTO EXISTING
GRADE. SLOPENOTTO v v
EXCEED 2%. © ~

N
/6\

v v /
v 35.89 I— NEW ASPH(—\L 36.32
35:89 MILL AND OVERLAY 36.32
L \17 ASPHALT
L35.78

)

\ 2 v

w

3+

$ v

el

el

S

A

\'Z v \

m BASKETBALLS COURTS

35.56
X

34(64 v
X

ASPHALT PAVING

/ SWINGSET
PP

\34.5

34.52 \ 13462

\

34.10
X

ELECTRIC BDX

nn

\

\

PP

\ /BA KETBALL NET ————|

ELECTRIC BOXH

v
Vv Vv
Vv
N4 N4
Vv
v v
v
v v
N4
Vv Vv

pa

v v
N4
N4 N4
v
v v
Vv
N4 N4
v
v v
N3
Vv Vv
N4
Vv Vv
v
v v
Vv
v v
Vv
Vv Vv
N4
Vv Vv
v
v v

<
<

REVISIONS

. (Val
ffffffffff EXISTING GRADING
L 21
} PROPOSED GRADING, 1 FT CONTOUR
v o - 20 PROPOSED GRADING, 5 FT CONTOUR
v \ - - 2.5 WID
N . 6.2
M S~
v =}
| 8
v Lo e I —
v @
v g
v a
1. SEE G-1 FOR GENERAL NOTES.
2. MEET ELEVATIONS OF EXISTING SURFACES FLUSH.
3. SLOPE GRADES TO DIRECT AWAY FROM LOW POINTS ON
HARD SURFACES AND TO PREVENT PONDING, EXCEPT
WHERE INDICATED OTHERWISE ON DRAWINGS.
30°FT POLES
2 FIXTURES (TYP)
2,1500 WATT LAMP
FUSE BOX 7'-0" HIG

ON POLE, (2-2A) (FR

BENCHMARK: 1051
BM34.61
ELEV. 34.61

ISSUE DATE REVISIONS

PENNSYLVANIA ONE CALL SYSTEM, INC.
925 Irwin Run Road
Mifflin,
15122 — 10

BEFORE YOU DIG ANYWHERE IN
PENNSYLVANIA! CALL 1-800-242-1776
NON—MEMBERS MUST BE CONTACTED DIRECTLY

PA LAW REQUIRES THREE WORKING DAYS
NOTICE TO UTIUTIES BEFORE YOU EXCAVATE,
DRILL. BLAST OR DEMOLISH

PA ONE-CALL NUMBER (FOR DESIGN ONLY):

20161761213

DPP PROJECT COORDINATOR:

BERNARD McFADDEN

LAND. ARCH. SEAL:

KEVIN M. SELGER, RLA - PA LICENSE 002685

PRIMARY CONSULTANT:

GILMORE & ASSOCIATES, INC.
DESIGN, ENGINEERING, LANDSCAPE

ARCHITECTURE & TECHNICAL CONSULTING
1617 JOHN F. KENNEDY BLVD., SUITE 425
PHILADELPHIA, PA 19103

65 EAST BUTLER AVENUE, SUITE 100

NEW BRITAIN, PA 18901

PHONE: (215) 345-4330

CITY OF PHILADELPHIA
DEPARTMENT OF PUBLIC PROPERTY

1515 ARCH STREET
11TH FLOOR, ONE PARKWAY BUILDING

PHILADELPHIA PENNSYLVANIA

DPP PROJECT NUMBER

16-16-4829-01

PROJECT TITLE:

IMPROVEMENTS TO
MOSS PLAYGROUND

5700 TORRESDALE AVE., PHILADELPHIA PA

DRAWING TITLE:

GRADING,DRAINAGE AND
UTILITY PLAN

VAR X <
N SOFT PLAY SURFACE N . ~_
. . . . % \><34‘51 35.12 35.34
\
Y N N N 35.18
2 v N v \ \ ™~ * > 3521
wrt T UNKNO\WN UTILITY BOX ~ .
@'w " \ T o -AV
y v v T~ —
PLAY STRUCTURE —
N v ? ? T~ —_
o \ o 35
v PP \ AN
/ / N 34.64 L 3481
PP \ < E E E E \ E E’\ € \EFM\%E\ F\ N E E
\ :
TC 33.44 PP L
o 4ﬁ @ \ 33.89 o 34.03 34'5x\ \ < 34.35 o
\ e \ ELECTRIC OUTLET SURFACE OF ASPHALT
\ TO BE FLUSH WITH
\ e PP \ SURFACE OF EXISTING
PP
CONCRETE
\ 1 STORY
: PP AN BRICK BUILDING
32.9 1,943+ SQUARE FEET
- : pp & pp \ PLAYSET FF 35.23 ~
+ 34.47 N
. R | 5
\ PP PP
IR \ 3900 (3326 53332
X \ NN
5 \ e L }}4.61 N §F3\5.22 > xFFé\za
e o5 < | os B
S e e e e e Aq A
. A ¥4.51 L x35.18 < (3491 34
M \ ~_ 4 4, 4 % A RAILING
< o AN
FINISH GRADE OF NEW — _ [ 7 5577448 2 ﬂ S & |
CONCRETE SHALL ¢ CONCRETEqWALKWAY o 4 - < ‘A
A < T/ — < (3345 — | 33.69
MATCH EXISTING )&ﬂCh A A B@ﬂ Ck} ) —< LG A < ke
GRADE < al e 4 . 5340 1.6 n7 | 3390
. o 3250 MHHARERHR]32.54 31.74 " /|8 CHAIN LINK FENCE < h AT R B ) i .‘— .66 ~ Hi s
1 S i o B 5 b, - e i — — o

m GRADING, DRA

INAGE AND UTILITY PLAN

w SCALE:1"=10"

1"=10"-0" | H ONE INCH |

DPP PROJECT NO.: DRAWING NO.:
16-16-4829-01

CONSULTANT PROJECT NO.:
20140204118

PATE: 011-15-2018 L 3 O

SCALE: AS SHOWN .

DRAWN BY: M DS

0 5 1 O 20 CHECKED BY: KMS
NOTE:

ALL DIMENSIONS AND CONDITIONS SHALL BE VERIFIED BY THE
CONTRACTOR AT THE SITE BEFORE PROCEEDING WITH THE WORK.



AutoCAD SHX Text
Bench

AutoCAD SHX Text
Bench

AutoCAD SHX Text
Bench

AutoCAD SHX Text
Bench

AutoCAD SHX Text
Bench

AutoCAD SHX Text
Bench

AutoCAD SHX Text
E

AutoCAD SHX Text
D

AutoCAD SHX Text
A

AutoCAD SHX Text
L

AutoCAD SHX Text
I

AutoCAD SHX Text
H

AutoCAD SHX Text
P

AutoCAD SHX Text
H

AutoCAD SHX Text
P

AutoCAD SHX Text
L

AutoCAD SHX Text
A

AutoCAD SHX Text
I

AutoCAD SHX Text
ARTFULLY REPRODUCED

AutoCAD SHX Text
BY MADMAN RADER

AutoCAD SHX Text
BY MADMAN RADER

AutoCAD SHX Text
ARTFULLY REPRODUCED

AutoCAD SHX Text
ARTFULLY REPRODUCED

AutoCAD SHX Text
T

AutoCAD SHX Text
A

AutoCAD SHX Text
M

AutoCAD SHX Text
E

AutoCAD SHX Text
N

AutoCAD SHX Text
O

AutoCAD SHX Text
ARTFULLY REPRODUCED

AutoCAD SHX Text
BY MADMAN RADER

AutoCAD SHX Text
PA LAW REQUIRES THREE WORKING DAYS

AutoCAD SHX Text
NOTICE TO UTILITIES BEFORE YOU EXCAVATE,

AutoCAD SHX Text
DRILL, BLAST OR DEMOLISH

AutoCAD SHX Text
PENNSYLVANIA ONE CALL SYSTEM, INC.

AutoCAD SHX Text
NON-MEMBERS MUST BE CONTACTED DIRECTLY

AutoCAD SHX Text
PENNSYLVANIA! CALL 1-800-242-1776

AutoCAD SHX Text
BEFORE YOU DIG ANYWHERE IN

AutoCAD SHX Text
P

AutoCAD SHX Text
O

AutoCAD SHX Text
T

AutoCAD SHX Text
Y

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
E

AutoCAD SHX Text
P

AutoCAD SHX Text
N

AutoCAD SHX Text
N

AutoCAD SHX Text
1-800-242-1776

AutoCAD SHX Text
G

AutoCAD SHX Text
!

AutoCAD SHX Text
O

AutoCAD SHX Text
L

AutoCAD SHX Text
A

AutoCAD SHX Text
C

AutoCAD SHX Text
-

AutoCAD SHX Text
L

AutoCAD SHX Text
B

AutoCAD SHX Text
F

AutoCAD SHX Text
E

AutoCAD SHX Text
R

AutoCAD SHX Text
I

AutoCAD SHX Text
D

AutoCAD SHX Text
U

AutoCAD SHX Text
O

AutoCAD SHX Text
Y

AutoCAD SHX Text
E

AutoCAD SHX Text
.

AutoCAD SHX Text
West Mifflin, Pennsylvania

AutoCAD SHX Text
T

AutoCAD SHX Text
M

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
O

AutoCAD SHX Text
E

AutoCAD SHX Text
N

AutoCAD SHX Text
L

AutoCAD SHX Text
A

AutoCAD SHX Text
V

AutoCAD SHX Text
L

AutoCAD SHX Text
I

AutoCAD SHX Text
N

AutoCAD SHX Text
A

AutoCAD SHX Text
A

AutoCAD SHX Text
S

AutoCAD SHX Text
L

AutoCAD SHX Text
S

AutoCAD SHX Text
Y

AutoCAD SHX Text
925 Irwin Run Road

AutoCAD SHX Text
15122 - 1078

AutoCAD SHX Text
C

AutoCAD SHX Text
N

AutoCAD SHX Text
,

AutoCAD SHX Text
I


wwwww
wwwwwwwwwwwwwwwwww
wwwwwwww

vvvvvvvvvvvvvvvvvvvvv
vvvvvvvvvvvvvvvvv

wwwwwwwwwwwwww

o L ATE

4614-16 VAN KIRK STREET
OPA/BRT 411092805

NO ADDRESS OR OPA/BRT
INFORMATION AVAILABLE

2.5 WIDE ALLEYWAY

4618 VAN KIRK STREET
OPA/BRT 411093000

4620 VAN KIRK STREET
OPA/BRT 411093100
A [36.28
=3 o o
|z
g
=
E 4622 VAN KIRK STREET
S |a OPA/BRT 411093200
= |2
=
DOUBLE BASKETBALL NET: pd | ™ R I
d |w LOD LOD =
[T~ — 4624 VAN KIRK STREET
%] 1 — o
' y B OPA/BRT 411093300
™M
/’ — — — —
wwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwww TR RIRNCRIN N 4626 VAN KIRK STREET ||||
wwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwww AN A x3‘”(mﬁ L \ OPA/BRT 411093400 Ll ;
vw:v:w;:w:w:hw VYOVV;Y:w:w:w:w:w:\:w:w:w:; " ‘ B B Y 5
vvvvvvvvvvvvvvvvvvvvv g (RN z
wwwwwwwwwwwwwwwwwww coNee bk | s 55 4628 VAN KIRK STREET = &2
***** PLANTING AREA v v v v v v v\ v v v v m —
R AN N OPA/BRT 411093500 "L
& CHAIN LINK ENCE v 3.70 m BASKETBALLS COURTS < 9
. €88 34\3>39 464 NG/ ! — — — x o ;
34.2 \ 85 3 S \ U 5 D: .
x 34.4% X ASPHALT PAVING —
EEEYS \ \ ™ L
N —
X341 \
’ Vi AN s 4630 VAN KIRK STREET — i
3410
- \ % 34.5%04:62 OPA/BRT 778317000 Q
SWINGSET ELECTRIC BOX Z N
3, \f \E ~—
8" [2)2) \ PP \
3 j; PR ><34‘3\ 1 >
AR e L x33'/\ PLAYSET \ & \ ReCTRIC dox R R
) S S A BASKETEALL|NET.
v v > vy @ @ 34:14 \ | — 10 Pt
SR A . . R C * 2
S ) SOFT PLAY:SURFACE % 2 ﬁ ] AEaEL 3 10’ CHAIN LINK FENCE 35340 | 93§ 2
v “ 3 e 34.23 3434 T 35.21 \ 35,5 =
wwwwwwwwwwwwwwwwwwwwwwwwwwww »,w,w v ’ 33.3 \ KNOWN UTILITY BOX TR * & 2 —
WWWWWWWWWWWWWWW RO . 5 [ L s =
wwwwwwwwwwwwwwwwwwwwwwwwwwwwww TRV TV LT PLAY STRUCTURE 3 \ TR = o
L, wvwwwwwwwwwvwww\ww v e 8 b \\Z PP \ Q D e 8 %) =
vvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvv =L .". 2x ame ¥ 1 oY -1 Q -
wwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwww o A LN - E TN RaUAN <E /E BR E m ‘\”\'\ 5740 TORRESDALE AVENUE . BC33.70
wwwwwwwwwwwwwwwwwww v o C 33.44 55 _
vvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvv v v L BC3SAY 2 i \\ 33:89 4.0 N L 3433 £z OPA/BRT 411283015 Z|52 |
wwwwwwwwww L R Pp ELECTRIC OUTLET ‘r:r\ =z BlAa £ | a .
wwwwwwwwwwwwwwww N PP 33.70 - = > = g
wwwwwwwwwwww \ = N . : 1 STORY \ : i 2L 3l 12 = 2
wwwww N o - BRICK BUILDING C w88 ¢ |3 S 2
. LRIV AR 329 W\ 1,943+ SQUARE FEET FF 3593 FUNNEWBALL > | w s = :+‘ 5
: . PLAYSET: 3 2 18 ol ¥ " N =4
3 AN 8 PP : 5 g > =z oSl v = ) z
3 %E% _ e I +34.47 xE: E m 2|S8 g |3 © 2
4.1 7 383 b \E}“E 34.63 / @ Z 238 3| |° =
. i KD XI x A 33.40 N FLE 3 <
ASPHALT PAVING l e EOD LOD LOD LoD a3 R o LS ANV A [?s 33.85 T /N30 Y = \
/ _l:l:;:u|-:-:-|_|-|‘L|L||A||'||_'4N'||::\lull;+l'2'%ill;l_l‘||_||_|._,;3'z7 :5.58 . DSASJ.74PAMp a 44%4?; AX35'418< GRAMPXMAI X r:_.‘ :;’
2 O < R AILING a RAILJN ) . b 33.86 R
Q01 —— i an 001 ———001—— 00758 (DS}, ‘e et syl 5 : BENCHMARK:|1051 S §} \
8 CHAIN LINK{FENCE , < N — x> \v < x> T~ b : BM34.61 Q &
31,97( 32,02 3243 3218 37 4 221 32,36 : . . ﬁ 80 2 a 2390933297 k %302 a, TRALNG® o0 T RAMRG—C e g 3360 33.63 3372} :33.90 ELEV. 34.61 9 > 3
o 325 32.5 g - 9% CHAIN LINK FENCE. iy | ~—— s A 7 3354 N\
e == L keds %L " 65— AL £ BLOCK ‘ 2 e T kS B A INK EENCE B 1o
31.39 A7 3153 3N 31. 32.02 31.99 —32.00 3,15 32.24 32.43  32.46 — [ 32065 W23 ABF 573" DS 32.84 ¥ ) GATE 3 B 33.26 33.28 3342 33.41 | DHEND
VATER 8 44 COV. == 604SF LIMIT OF DISTURBANCE 7 amcx/ CONCRETE-FOOTWAY (TY&)7/PECO +2-9" COV. WATER 8", 44"+ COV. ELEV 3},{\ \
— \ — — — C. Curb M/ UNKNOWN UTILITY BOX Ay
— — e — — — —_— — — — = — T OV — — — N — — — ” /t
@ i ~—PECO 17" X 39", 36"+ COV. - - @ R —— — PECO 17" X 377, 773"+ CoveL] \ﬁ 5 12" VENT] \
= MDEPRES@C@BVFffsgﬁHfff‘f@,s = = A _ffiffkigﬁffifff S fcgmywhf =R _ s ~ g5y PPE |
S8 g2 e == == == = = SS=/RIM: 32.36 % ] BN S \ s
o2 =g oI = — EE = SEWER 73 x T-6 BR— 22 Pl RE320 (O 8 — —— SEWERZ-7XT-6"BR —i2- iz v
RIM: 31.44
ASPHALT ROADWAY
PECO 17" X,39", 4-6
[ORRESDALE AVENUE
(1 6' - 48' - 16') " | WATER 12324
| o
(80 FEET WIDE R.0.W.) } |
ASPHALT ROADWAY
/‘\ ON CITY PLAN, LEGALLY OPEN ‘ ‘ |
L-4.0 TYPICAL 1"=20'-0"

GENERAL EROSION AND SEDIMENT CONTROL NOTES

A. FOLLOW THE PROCEDURE OUTLINED IN THE CONSTRUCTION SEQUENCE.

B. GENERAL:

1.

2.

TOTAL LIMIT OF DISTURBANCE IS 14,079 SF.

CONTRACTOR SHALL INSTALL ALL REQUIRED EROSION AND SEDIMENTATION CONTROLS

AND MAINTAIN THEM REGULARLY.

AN INDUSTRIAL WASTE PERMIT WILL BE REQUIRED SHOULD PUMPING TO CITY-OWNED
INFRASTRUCTURE BECOME NECESSARY DURING CONSTRUCTION.

INLET PROTECTION SHOULD BE PROVIDED FOR ALL INLETS OWNED BY PWD THAT ARE
LOCATED WITHIN ONE BLOCK OF THE PROJECT SITE.

PWD IS NOT RESPONSIBLE FOR ANY CLEANING OR REPAIRS NEEDED ON CITY-OWNED
INFRASTRUCTURE DUE TO FAILURE OF ANY EROSION AND SEDIMENT CONTROL
PRACTICES. THE CONTRACTOR IS RESPONSIBLE TO MAINTAIN ALL EROSION AND
SEDIMENT CONTROL FACILITIES UNTIL THE SITE IS STABILIZED.

INSPECTION AND MAINTENANCE OF ALL EROSION AND SEDIMENT BEST MANAGEMENT
PRACTICES SHALL OCCUR ON A WEEKLY BASIS, BEFORE ANY ANTICIPATED
PRECIPITATION EVENTS, AND AFTER ALL PRECIPITATION EVENTS.

THE ROCK CONSTRUCTION ENTRANCE THICKNESS SHALL BE CONSTANTLY MAINTAINED

ON SITE. A STOCKPILE SHALL BE MAINTAINED ONSITE FOR THIS PURPOSE. AT THE END

OF EACH CONSTRUCTION DAY, ALL SEDIMENT DEPOSITED ON PAVED ROADWAYS SHALL

BE REMOVED AND RETURNED TO THE CONSTRUCTION SITE.

THE LIMITS OF CLEARING SHALL BE MARKED ON-SITE BY MEANS OF YELLOW NYLON
ROPE ATTACHED TO 4-FOOT STAKES, ON 8-FOOT CENTERS. A FORTY-EIGHT INCH HIGH
SNOW FENCE OR OTHER SUITABLE FENCE, SUCH AS SUPER SILT FENCE, MOUNTED ON
STEEL POSTS LOCATED EIGHT FEET ON-CENTER, SHALL BE PLACED ALONG THE

10.

11.

12.

13.

14.

15.

BOUNDARY OF THE TREE PROTECTION AREA. WHEN THE FENCING HAS BEEN
INSTALLED, CLEARING AND OTHER CONSTRUCTION ACTIVITIES MAY COMMENCE. THE

FENCING ALONG THE TREE PROTECTION AREA SHALL BE MAINTAINED UNTIL ALL WORK

AND CONSTRUCTION HAS BEEN COMPLETED. ANY DAMAGES TO THE PROTECTIVE
FENCING SHALL INCLUDE SIGNS POSTED EVERY 200 FEET ALONG THE FENCE WHICH
SHALL SAY: "PROTECTED AREA - DO NOT MOVE OR REMOVE THIS FENCE. NO

CONSTRUCTION ACTIVITIES OR STORAGE OF MATERIALS OR EQUIPMENT BEYOND THIS

POINT.

ANY SEDIMENT OR MUD THAT IS TRACKED ONTO THE PUBLIC ROADWAY MUST BE
CLEANED OFF IMMEDIATELY BY BROOMING AND/OR SHOVELING TO THE SATISFACTION
OF PWD- AT THE EXPENSE OF THE DEVELOPER AND/OR RESPONSIBLE CONTRACTOR.

NO SEDIMENT OR SEDIMENT LADEN WATER MUST BE ALLOWED TO LEAVE THE
SITE/PROPERTY WITHOUT FIRST BEING FILTERED.

FILTER FABRIC FENCE SHOULD BE INSTALLED AT LEVEL GRADE. BOTH ENDS OF EACH
FENCE SECTION SHOULD BE EXTENDED AT LEAST 8 FEET UPSLOPE AT 45 DEGREES TO
MAIN BARRIER ALIGNMENT. SUPPORT STAKES SHALL BE SPACES AT A MAXIMUM OF 8
FEET. SEDIMENT MUST BE REMOVED WHEN ACCUMULATIONS REACH 1/2 THE ABOVE
GROUND HEIGHT OF THE FILTER FENCE.

ROCK FILTER OUTLETS MUST BE PROVIDED IMMEDIATELY WHERE SILT FENCING HAS
BEEN UNDERMINED OR OVERTOPPED.

ANY FENCE SECTION WHICH HAS BEEN UNDERMINED OR TOPPED MUST BE
IMMEDIATELY REPLACED WITH ROCK FILTER OUTLET. SEDIMENT MUST BE REMOVED
WHEN ACCUMULATIONS REACH 1/3 THE HEIGHT OF THE OUTLET.

THE PROJECT RECIEVING WATERCOURSE IS DELAWARE RIVER. THE CHAPTER 93
CLASSIFICATION IS WWEF.

AS-BUILT DRAWINGS OF THE STORMWATER FACILITIES WILL BE REQUIRED FROM THE

16.

17.

18.

19.

SITE CONTRACTOR TO CONFIRM BASIN VOLUMES AND CONTROL STRUCTURES.

PERMANENT GRASS SHALL BE ESTABLISHED BY SEEDING AND MULCHING OR SODDING
FOLLOWING FINAL GRADING. PRIOR TO ESTABLISHMENT OF PERMANENT VEGETATION
FERTILIZER SHALL BE APPLIED ACCORDING TO SEEDING AND MULCHING SCHEDULE.

SEEDED AREAS THAT HAVE WASHED AWAY SHALL BE FILLED AND GRADED AS
NECESSARY AND THEN RESEEDED. A BURLAP OR STRAW COVER WILL BE APPLIED TO
RETAIN THE SEED UNTIL IT HAS A CHANCE TO ROOT PROPERLY.

THE ABOVE PROCEDURE SHALL BE REPEATED AFTER EACH SIZABLE STORM UNTIL NO
MORE SIGNS OF EROSION ARE EVIDENT. AT MONTHLY INTERVALS THEREAFTER,
INSPECTIONS AND NECESSARY CLEANING WILL BE DONE. TRASH THAT IS REMOVED
FROM ANY OF THE CONTROL DEVICES SHALL BE DISPOSED OF AT AN APPROVED
DISPOSAL AREA. SILT THAT HAS ACCUMULATED SHALL BE REMOVED AND ALLOWED TO
DRY AND USED AS FILL WHEREVER REQUIRED ON THE SITE.

SOIL COMPACTION SHOULD BE MINIMIZED ONSITE.

12" COMPOST SOCK (TYP.)

LIMIT OF DISTURBANCE

FILTER BAG INLET PROTECTION (TYP.)

TEMPORARY ROCK
CONSTRUCTION ENTRANCE (TYP)

TOPSOIL STOCKPILE
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CONSTRUCTION SEQUENCE EROSION & SEDIMENT CONTROL NOTES RESPONSIBILITIES FOR FILL MATERIALS TEMPORARY CONTROL MEASURE NOTES: REVISIONS
— m— — ISSUE DATE REVISIONS
ALL EARTH DISTURBANCE ACTIVITIES SHALL PROCEED IN ACCORDANCE WITH THE 1. EROSION AND SEDIMENT CONTROL MEASURES SHALL BE INSTALLED, STABILIZED AND 1. THE OPERATOR MUST USE ENVIRONMENTAL DUE DILIGENCE TO ENSURE THAT ANY 1. EXISTING TREES AND OTHER EXISTING VEGETATION WILL BE DISRUPTED AS LITTLE AS
FOLLOWING SEQUENCE. EACH STAGE SHALL BE COMPLETED BEFORE ANY FOLLOWING FUNCTIONAL PRIOR TO EARTH DISTURBANCE WITHIN THE TRIBUTARY AREA TO SAID E&S NECESSARY FILL MATERIAL ASSOCIATED WITH THIS PROJECT QUALIFIES AS CLEAN FILL. POSSIBLE. 1 12-29-2016 | PWD ERSA SUBMISSION
STAGE IS INITIATED. CLEARING AND GRUBBING SHALL BE LIMITED ONLY TO THOSE AREAS MEASURE. ALL FILL MATERIAL MUST BE USED IN ACCORDANCE WITH PADEP'S POLICY "MANAGEMENT 2. IMMEDIATELY AFTER EARTH DISTURBANCE ACTIVITY HAS CEASED, ALL AREAS SHALL 5 01.9-2017 | PER PW COMMENTS
DESCRIBED IN EACH STAGE. THE PHILADELPHIA WATER DEPARTMENT SHALL BE NOTIFIED 2 LOCAL ROADS ARE TO REMAIN FREE OF SEDIMENT AND CONSTRUCTION VEHICLES AND OF FILL", DOCUMENT NUMBER 258-2182-773. A COPY OF THIS POLICY IS AVAILABLE ONLINE BE STABLIZED. DURING NON-GERMINATING PERIODS, MULCH SHALL BE APPLIED AT I
PRIOR TO ANY CHANGES BEING IMPLEMENTED IN THE FIELD. EQUIPMENT. AT WWW.DEPWEB.STATE.PA.US. SPECIFIED RATES. DISTURBED AREAS THAT ARE NOT AT FINISHED GRADE AND WHICH
WILL BE REDISTURBED WITHIN ONE YEAR SHALL BE STABLIZED WITH TEMPORARY
ATTENTION ALL CONTRACTORS: CALL BEFORE YOU DIG! PA ONE CALL 1-800-242-1776. 3. gii"‘N i%'\T"K/'I-EJ '%':‘IEO'S:ITAI'E\'EE:ETSEH'ﬁL%%?:‘TNE?_EASETE'E)/I'ETJ ?AE@JE%%S%?EEZ%SSEE 2. CLEANFILL IS DEFINED AS: UNCONTAMINATED, NON-WATER SOLUBLE, NON-DECOMPOSED, VEGETATION. AREAS WHICH ARE AT FINISHED GRADE OR WHICH WILL NOT BE
LOCATIONS OF ALL EXISTING UTILITIES SHOWN HEREON HAVE BEEN DEVELOPED FROM PROTECTED FROM AGCELERATED EROSION AND SEDIMENTATION AS PER SEEDING AND INERT, SOLID MATERIAL. THE TERM INCLUDES SOIL, ROCK, STONE, DREDGED MATERIAL, REDISTURBED WITHIN ONE YEAR SHALL RECEIVE PERMANENT STABILIZATION. (SEE
UTILITY COMPANY RECORDS AND/OR ABOVE GROUND INSPECTION OF THE SITE. MULCHING SCHEDULE USED ASPHALT, AND BRICK, BLOCK OR CONCRETE FROM CONSTRUCTION AND DEMOLITION SEEDING AND MULCHING TABLE FOR DETAILS)
COMPLETENESS OR ACCURACY OF TYPE, SIZE, DEPTH, OR HORIZONTAL LOCATION OF : ACTIVITIES THAT IS SEPARATE FROM THE WASTE AND IS RECOGNIZABLE AS SUCH. THE 3 ALL TOPSOIL FROM THE OVERALL SITE PREPARATIONS WILL BE STOCKPILED AND
UNDERGROUND FACILITIES OR STRUCTURES CANNOT BE GUARANTEED. PURSUANT TO 4. SILT FENCING MAY BE REMOVED WHEN THE SITE IS PERMANENTLY STABILIZED. TERM DOES NOT INCLUDE MATERIALS PLACED IN OR ON THE WATERS OF THE ) REDISTRIBUTED UNIFORMLY AT THE TIME OF FINAL GRADING. ALL STOCKPILES SHALL
REQUIREMENTS OF THE PENNSYLVANIA LEGISLATIVE ACT NUMBER 38, CONTRACTORS MUST ACCUMULATED SEDIMENT MAY BE SPREAD AT THE SITE IN AREAS NOT SUBJECT TO COMMONWEALTH UNLESS OTHERWISE AUTHORIZED (THE TERM "USED ASPHALT" DOES NOT HAVE PERIMETER SILT FENCE INSTALLED AND BE SEEDED AND MULCHED
. INCLUDE MILLED ASPHALT OR ASPHALT THAT HAS BEEN PROCESSED FOR RE-USE).
\S/_IE_AR;{FTY(;_E\(IZV%TFI{iNS AND DEPTH OF ALL UNDERGROUND UTILITIES AND FACILITIES PRIOR TO i iﬁgsclngRACTOR AL BE RESPONSIELE FOR THE IMPLEMENTATION OF THE CLU S ORAS S OCESS @ USE) IMMEDIATELY. STOCKPILE(S) SHALL HAVE A SIDE SLOPE OF 2:1 OR FLATTER AND
" APPROVED EROSION AND SEDIMENT CONTROL PLAN. 3. CLEAN FILL AFFECTED BY A SPILL OR RELEASE OF A REGULATED SUBSTANCE: FILL ?gﬁ;‘gﬁ_g%%‘;g:f:g NOT GREATER THAN 35 FEET. SEE PLAN FOR LOCATION OF
PHILADELPHIA WATER DEPARTMENT REQUIRES AS-BULT DRAWINGS TO BE COMPLETED AND 6. BEFORE INITIATING ANY REVISIONS TO THE APPROVED EROSION AND SEDIMENT MATERIALS AFFECTED BY A SPILL OR RELEASE OF A REGULATED SUBSTANCE STILL :
MAINTAINED DURING THE CONSTRUCTION PHASE. CONTRACTOR IS TO DOCUMENT ALL : QUALIFIES AS CLEAN FILL PROVIDED THE TESTING REVEALS THAT THE FILL MATERIAL 4, GRADE ALL CUT AND FILL SLOPES TO 3 FOOT HORIZONTAL FOR EVERY 1 FOOT
PERTINENT INFORMATION WHICH IS REVELANT TO THE PCSM PLAN AS REQUIRED BY PWD. CONTROL PLAN, OR REVISIONS TO OTHER PLANS WHICH MAY AFFECT THE CONTAINS CONCENTRATIONS OF REGULATED SUBSTANCES THAT ARE BELOW THE VERTICAL OR FLATTER, AND APPLY SEEDING AND MULCH. AREAS WITH GRADES
THE AS-BULT DRAWINGS ARE TO BE CERTIFIED AS SPECIFIED BY PWD. EFFECTIVENESS OF THE APPROVED E&S CONTROL PLAN, THE CONTRACTOR SHALL RESIDENTIAL LIMITS IN TABLES FP-1A AND FP-1B FOUND IN PADEP'S POLICY "MANAGEMENT GREATER THAN 3:1 SHALL RECEIVE STEEP SLOPE SEED MIX AND PERMANENT TURF
RECEIVE APPROVAL OF THE REVISIONS FROM THE PHILADELPHIA WATER DEPARTMENT. OF FILL" REINFORCEMENT MAT: NORTH AMERICAN GREEN #C350 OR EQUAL
1. AT LEAST 7 DAYS PRIOR TO START OF OVERALL EARTH DISTURBANCE ACTIVITIES, 7. THE CONTRACTOR IS ADVISED TO BECOME FAMILIAR WITH THE PROVISIONS OF 5. RIP-RAP WILL BE APPLIED TO ALL AREAS WHERE HEAVY CONCENTRATIONS OF
PRECONSTRUCTION MEETING SHALL BE HELD INCLUDING THE OWNER, SITE APPENDIX 64, 'EROSION CONTROL RULES AND REGULATIONS,' TITLE 25, PART 1, DEPT. 4.  ANY PERSON PLACING CLEAN FILL THAT HAS BEEN AFFECTED BY A SPILL OR RELEASE OF A DRAINAGE ARE PREVALENT (GREATER THAN 3.5 cfs). THIS WOULD BE AT CULVERT
CONTRACTOR, PHILADELPHIA WATER DEPARTMENT (215-685-6387), AND THE PLAN OF ENVIRONMENTAL PROTECTION, SUBPART C-PROTECTION OF NATURAL RESOURCES, REGULATED SUBSTANCE MUST USE PADEP FORM FP-001 TO CERTIFY THE ORIGIN OF THE OUTLETS, WHERE WATER IS IN TRANSITION FROM AN OPEN CHANNEL INTO A Py r——
DESIGNER. ARTICLE IlII-WATER RESOURCES, CHAPTER 102-EROSION CONTROL AND WITH THE FILL MATERIAL AND THE RESULTS OF THE ANALYTICAL TESTING TO QUALIFY THE MATERIAL CULVERT. OR AS SPECIFIED oo oo G
"EROSION AND SEDIMENT POLLUTION CONTROL PROGRAM MANUAL" BY THE AS CLEAN FILL. FORM FP-001 MUST BE RETAINED BY THE OWNER OF THE PROPERTY ’ ' Wost Mimie, Penmegruania
2. EROSION AND SEDIMENTATION CONTROL MUST BE CONSTRUCTED, STABILIZED AND COMMONWEALTH OF PA., DEPARTMENT OF ENVIRONMENTAL PROTECTION, MARCH 2000 RECEIVING THE FILL. A COPY OF FORM FP-001 CAN BE FOUND AT 6. Ei?glg\'\d %iﬁ;ﬁ%:i@%gg%gfg;S'OSS?SQTQCEESI'STTEN/}rEfRQELAAéTE STORM SEWERS, il
FUNCTIONING BEFORE SITE DISTURBANCE WITHIN THE TRIBUTARY AREAS OF THOSE OR LATEST EDITION. WWW.DEPWEB.STATE.PA.US. ) :
CONTROLS. 8. TECHNICAL ADVICE FOR THE IMPLEMENTATION OF THIS PROGRAM MAY BE OBTAINED 7. UNTIL THE SITE IS STABILIZED, ALL EROSION CONTROL MUST BE MAINTAINED
BY CONTACTING THE PHILADELPHIA WATER DEPARTMENT 5.  ENVIRONMENTAL DUE DILIGENCE: INVESTIGATIVE TECHNIQUES, INCLUDING, BUT NOT PROPERLY. MAINTENANCE MUST INCLUDE INSPECTIONS OF ALL EROSION AND
3. INSTALL AND STABILIZE ALL ROCK CONSTRUCTION ENTRANCES, SILT FENCING, AND ' LIMITED TO, VISUAL PROPERTY INSPECTIONS, ELECTRONIC DATA BASE SEARCHES, REVIEW SEDIMENTATION CONTROLS AFTER EACH STORM EVENT AND ON A WEEKLY BASIS.
INLET PROTECTION. 9. COPIES OF THESE PLANS MUST BE AVAILABLE ON SITE THROUGHOUT CONSTRUCTION. OF PROPERTY OWNERSHIP, REVIEW OF PROPERTY USE HISTORY, SANBORN MAPS, ALL PREVENTIVE AND REMEDIAL MAINTENANCE WORK, INCLUDING CLEAN OUT,
10. THE CONTRACTOR SHALL ASSURE THAT AN APPROVED EROSION & SEDIMENT CONTROL ENVIRONMENTAL QUESTIONNAIRES, TRANSACTION SCREEN, ANALYTICAL TESTING, REPAIR, REPLACEMENT, REGRADING, RESEEDING, REMULCHING AND RENETTING
4. BEGIN DEMOLITION AND REMOVAL OF ITEMS SCHEDULED TO BE REMOVED. PLAN IS BEING IMPLEMENTED AND MAINTAINED FOR ALL SOIL AND/OR ROCK BORROW ENVIRONMENTAL ASSESSMENTS OR AUDITS. MUST BE PERFORMED IMMEDIATELY. . .
OR SPOIL AREAS REGARDLESS OF THEIR LOCATION. 8.  ANY SEDIMENT OR MUD THAT IS TRACKED ONTO THE PUBLIC ROADWAY MUST BE PENNSYLVANIAL CALL 1-800-242-1776
5. ROUGH GRADE AREAS TO BE WORKED AND BEGIN EARTHWORK/PREP WORK FOR FIELD 11 ALL FILL MATERIALS TO BE USED ON THIS SITE SHALL BE CLEAN FILL UNLESS 6.  ANALYTICAL TESTING IS NOT A REQUIRED PART OF DUE DILIGENCE UNLESS VISUAL CLEANED OFF IMMEDIATELY BY BROOMING AND/OR SHOVELING TO THE SATISFACTION NON-MEMBERS MUST BE CONTACTED DIRECTLY
PA A
CONSTRUCTION. OTHERWISE APPROVED BY THE MUNICIPALITY AND THE CONSERVATION DISTRICT. THE INSPECTION AND/OR REVIEW OF THE PAST LAND USE OF THE PROPERTY INDICATES THAT OF THE TOWNSHIP AT THE EXPENSE OF THE DEVELOPER AND/OR RESPONSIBLE NG To UTLTES BEPORE V0 EXCAVATE,
CONTRACTOR SHALL BE RESPONSIBLE TO PERFORM DUE DILIGENCE FOR ALL THE FILL MAY HAVE BEEN SUBJECTED TO A SPILL OR RELEASE OF A REGULATED CONTRACTOR. USE OF A BACKHOE BUCKET TO SCRAPE ROADWAY SURFACE IS
6. INSTALL PROPOSED IMPROVEMENTS(SPORTS EQUIPMENT, PLAYGROUND EQUIPMENT, IMPORTED MATERIAL IN DETERMINING THAT FILL IS CLEAN. INVESTIGATIVE SUBSTANCE. IF THE FILL MAY HAVE BEEN AFFECTED BY A SPILL OR RELEASE OF A PROHIBITED. WHERE SAND AND/OR SEDIMENT IS CAUSING SLICK OR HAZARDOUS PAONE-CALL NUMBER (FOR DESIGN ONLY):
FENCING, PAVING, ETC.) TECHNIQUES SHALL INCLUDE, BUT ARE NOT LIMITED TO, VISUAL PROPERTY EIEL(EUT'-EASTTEIB §§ﬁ?’f§f§é ';E'VI'Q‘;%TRR‘AEEg'ﬁﬁfg&%gﬁ;gi%ﬁi";LTPCEQES‘:-)'(F/LE(?FAF?A%LEE;‘Q CONDITIONS, ROADWAY SURFACE SHALL BE PRESSURE WASHED TO REMOVE THE 20161761213
INSPECTIONS, ELECTRONIC DATABASE SEARCHES, REVIEW OF PROPERTY OWNERSHIP, POLICY "MAN AGEMLéNT OF FILL" CONDITION. ALL SEDIMENT LADEN WATER MUST BE FILTERED IN A MANNER
7. 'F',\‘RSJCELEFE’)LOV'}‘TTLNEI\SA Iﬁlll\ll\EI)UAl\/?OL'Ig\VGY’I\IN?:FI:EEASSOAI;R'II'EO?DF;%LIJLG:NTDT(S)E(IBE?)'EEE))EIi\/ITl\l/TEEE\)(I AS;'S_% BAELL REVIEW OF PROPERTY USE HISTORY, SANBORN MAPS, ENVIRONMENTAL : SATISFACTORY TO THE PHILADELPHIA WATER DEPARTMENT BEFORE ENTERING DPP PROJECT COORDINATOR: BERNARD McFADDEN
: QUESTIONNAIRES, TRANSACTION SCREENS, ANALYTICAL TESTING, AND STORM SEWERS AND/OR DRAINAGE CHANNELS.
VEGETATED AREAS SHALL BE STABILIZED WITH VEGETATION AND MULCH AS SOON AS ENVIRONMENTAL ASSESSMENTS OR AUDITS. LOCATIONS OF EXISTING UNDERGROUND 7. FILL MATERIAL THAT DOES NOT QUALIFY AS CLEAN FILL IS REGULATED FILL. REGULATED
- 9. NO SEDIMENT OR SEDIMENT LADEN WATER MUST BE ALLOWED TO LEAVE THE )
POSSIBLE. UTILITIES/EACILITIES SHOWN HEREON HAVE BEEN DEVELOPED EROM RECORDS. FIELD FILL IS WASTE AND MUST BE MANAGED IN ACCORDANCE WITH THE MUNICIPAL OR RESIDUAL LAND. ARCH. SEAL:
) WASTE REGULATIONS IN 25 PA CODE CHAPTERS 287 RESIDUAL WASTE MANAGEMENT OR SITE/PROPERTY WITHOUT FIRST BEING FILTERED TO THE SATISFACTION OF DELWARE
MARKOUTS BY UTILITY OWNERS, AND/OR ABOVE-GROUND OBSERVATION OF THE SITE. COUNTY CONSERVATION DISTRICT. ANY INLETS WHICH DO NOT DIRECT FLOW TO A
8. AFTER THE SITE HAS BEEN STABILIZED, ALL TEMPORARY E&S CONTROLS SHALL BE _ 271 MUNICIPAL WASTE MANAGEMENT, WHICHEVER IS APPLICABLE. '
12. NO EXCAVATIONS WERE PERFORMED IN THE PREPARATION OF THESE DRAWINGS; SEDIMENT BASIN MUST BE PROTECTED WITH STONE FILTER INLET PROTECTION.
REMOVED. CONTRACTOR SHALL OBTAIN APPROVAL FROM PHILADELPHIA WATER THEREFORE ALL UTILITIES SHOWN SHOULD BE CONSIDERED APPROXIMATE IN
DEPARTMENT AND THE DESIGN PROFESSIONAL PRIOR TO REMOVING TEMPORARY E&S 8. ALL FILLS SHALL BE COMPACTED SUFFICIENTLY FOR THEIR INTENDED PURPOSE AND AS 10. ALL PUMPING OF SEDIMENT-LADEN WATER SHALL BE THROUGH A SEDIMENT
CONTROLS. AREAS DISTURBED DURING THE REMOVAL OF BMPS SHALL BE STABILIZED LOCATION, DEPTH, AND SIZE. THE POTENTIAL EXISTS FOR OTHER UNDERGROUND REQUIRED TO REDUCE SUPPING, EROSION OR EXCESS SATURATION. CONTROL BMP, SUCH AS A FILTER BAG, DISCHARGING OVER UNDISTURBED AREAS.
MMEDIATELY UTILITIES/FACILITES TO BE PRESENT WHICH ARE NOT SHOWN ON THE DRAWINGS. ONLY 11 ABSOLUTELY NO EARTHMOVING. PLACEMENT OF FILL MATERIAL OR THE ENTRY OF
' THE VISIBLE LOCATIONS OF UNDERGROUND UTILITIES/FACILITIES AT THE TIME OF THE : :
FIELD SURVEY SHALL BE CONSIDERED TRUE AND ACCURATE. COMPLETENESS OR SEDIMENT LADEN WATER MUST TAKE PLACE IN WETLANDS. ALL WETLANDS SHALL BE
8.1. ALL ACCUMULATED SEDIMENTS SHALL BE DISPOSED OF IN APPROVED UPLAND ACCURACY OF UNDERGROUND UTILITIES/FACILITIES ARE NOT GUARANTEED BY PROTECTED FROM ENCROACHMENT WITH FENCING.
AREAS. GILMORE & ASSOCIATES INC. ALL CONTRACTORS WORKING ON THIS PROJECT SHALL 12.  ROCK FILTER OUTLETS MUST BE PROVIDED IMMEDIATELY WHERE SILT FENCING HAS
VERIFY LOCATION AND DEPTH OF ALL UNDERGROUND UTILITIES/FACILITIES PRIOR TO BEEN UNDERMINED OR OVERTOPPED.
8.2. STABILIZATION SHALL BE CONSIDERED THE PLACEMENT OF BASE COURSE IN START OF WORK AND SHALL COMPLY WITH THE REQUIREMENTS OF P.L. 852, NO. 287 13.  THE SEDIMENTATION AND EROSION CONTROL MEASURES SHOWN ON THIS PLAN HAVE
PAVED AREAS OR BY 75% (PERCENT) OR MORE VEGETATION, UNIFORM DECEMBER 10, 1974 AS LAST AMENDED ON NOVEMBER 30, 2004, PENNSYLVANIA ACT 199. BEEN PREPARED IN ACCORDANCE WITH REQUIREMENTS OF THE BUCKS COUNTY
SUFFICIENT TO RESIST ACCELERATED SURFACE EROSION AND SUBSURFACE (20161761213) FOR DESIGN PURPOSES ONLY. RESPONSIBILITY IN OBSERVING AND CERTIFYING THE CONSTRUCTION OF THESE
CHARACTERISTICS SUFFICIENT TO RESIST SLIDING AND OTHER MOVEMENTS. 13. CONTRACTOR SHALL FOLLOW THE PROCEDURES OUTLINED BY THE EROSION & FACILITIES UNLESS REQUESTED SPECIFICALLY BY THE OWNER AND/OR CONTRACTOR.
SEDIMENT CONTROL PLAN AND THE SEQUENCE OF CONSTRUCTION UNLESS THEREFORE, GILMORE AND ASSOCIATES DOES NOT ACCEPT ANY RESPONSIBILITY
OTHERWISE APPROVED BY THE CITY OF PHILADELPHIA ENGINEER AND THE FOR DAMAGES AS A RESULT OF IMPROPER CONSTRUCTION AND/OR MAINTENANCE OF
PHILADELPHIA WATER DEPARTMENT. FACILITIES DURING CONSTRUCTION.
RECYCLING OR DISPOSAL METHODS 14.  ACCUMULATED SEDIMENTS REMOVED FROM ANY AND ALL EROSION AND SEDIMENT
1. THE OPERATOR SHALL REMOVE FROM THE SITE, RECYCLE, OR DISPOSE OF ALL BUILDING CONTROL MEASURES SHALL BE DISPOSED OF IN LANDSCAPED AREAS OUTSIDE OF
) STEEP SLOPES, WETLANDS, FLOODPLAINS OR DRAINAGE SWALES. IMMEDIATELY
MATERIALS AND WASTE IN ACCORDANCE WITH THE DEPARTMENT'S SOLID WASTE STABILIZE REPLACED SOILS WITH SEED & MULCH OR DEPOSIT IN SOIL STOCKPILES
MANAGEMENT REGULATIONS AT 25 PA. CODE 260.1 ET SEQ., 271.1 ET SEQ., AND 287.1 ET AND STABILIZE
SEQ. THE CONTRACTOR SHALL NOT ILLEGALLY BURY, DUMP, OR DISCHARGE ANY BUILDING . '
MATERIAL OR WASTES AT THE SITE. 1 RR?E?AA(?VI;(ETZISSI\GA 15.  ALL BUILDING MATERIAL AND WASTES MUST BE REMOVED FROM THE SITE AND
e EXPANSION RESTRAINT RECYCLED OR RECYCLED IN ACCORDANCE WITH DEP'S SOLID WASTE REGULATIONS,
2. EXCEPT FOR ITEMS OR MATERIALS INDICATED TO BE REUSED, SALVAGED, REINSTALLED, AND/OR ANY ADDITIONAL LOCAL, STATE OR FEDERAL REGULATIONS. NO BUILDING
OR OTHERWISE INDICATED TO REMAIN ON THE PROPERTY, DEMOLISHED OR EXCAVATED MATERIALS (USED OR UNUSED) OR WASTE MATERIALS SHALL BE BURNED, BURIED,
MATERIALS SHALL BE REMOVED FROM THE SITE. MATERIALS SLATED FOR REMOVAL FROM 0" % 2"y 34" RUB DUMPED OR DISCHARGED AT THE SITE.
THE SITE SHALL BE DISPOSED OF IN ACCORDANCE WITH ANY AND ALL APPLICABLE BLOCK
MUNICIPAL OR OTHER GOVERNMENTAL AGENCY CURRENT REGULATIONS. DEBRIS SHALL
NOT BE PERMITTED TO ACCUMULATE ON THE JOB-SITE. DUST AND DIRT SHALL BE HELD TO 1/4" NYLON ROPE STAKE ON CL Flow
A MINIMUM DURING DEMOLITION, BY WETTING DOWN, AS REQUIRED. ON SITE BURNING OF 50 LINEAL
MATERIALS WILL NOT BE PERMITTED. AT THE COMPLETION OF WORK, THE ENTIRE AREA SLTSACK  ® BAG DETAIL SPAONG
INVOLVED WILL BE CLEAN AND LEFT IN A NEAT CONDITION, FREE OF RUBBISH. RECYCLING LA LEAL Upslope
OR DISPOSAL OF MATERIALS ASSOCIATED WITH OR FROM THIS PROJECT SITE SHALL BE
UNDERTAKEN IN ACCORDANCE WITH PENNSYLVANIA DEPARTMENT OF ENVIRONMENTAL
PROTECTION RULES AND REGULATIONS.
< NOTES:
3.  SEDIMENT REMOVED FROM CONTROL FACILITIES AS PART OF REGULAR MAINTENANCE ZENGTH < DT Downslope  COMPOST SOCK SHALL BE “SILTSOKK AS SUPPLIED BY MGS ING.
SHALL BE DISPOSED OF UPSLOPE OF THE CONTROL FACILITY. > - COMPOST SOCK {1971 N. BLACK HORSE PIKE, WILLIAMSTOWN, NJ 08094, 856-629-1044,
>, - www.mesnjinc.com) OR EQUAL PRODUCT BY OTHER MANUFACTURER.
<o s , 4 e ‘. ‘< PLAN VIEW: SLOPE PROTECTION (S”‘T FENCE) 2. FOR INSTALLATIONS ON EXISTING PAVEMENT, CINDER BLOCKS ON
T . e - ] e DOWNSTREAM SIDE MAY BE USED IN LIEU OF WOOD STAKES TO PRIMARY CONSULTANT:
.’ V < ANCHOR THE SOCKS.
' ' 8 2'x2" WOOD STAKE GILMORE & ASSOCIATES, INC.
! - — a, 3 UPON COMPLETION OF THE PROJECT, COMPOST MATERIAL SHALL
.t ., COMPOST SOCK, BE MIXED WITH ONSITE SOILTOPSOIL AND SPREAD ON THE SITE AS DESIGN, ENGINEERING, LANDSCAPE
. . B SEE PLAN VIEW g DETAILED IN SEEDING AND MULCHING SCHEDULE. ARCHITECTURE & TECHNICAL CONSULTING
’ SRR FOR SIZE(S) 4. SOCK FABRIC SHALL BE 5mil PHOTO-DEGRADABLE, HDPE FOR 1617 JOHN F. KENNEDY BLVD., SUITE 425
—— 1 INSTALLATIONS LESS THAN 9 MONTHS. FOR PROJECTS WITH PHILADELPHIA, PA 19103
ISOMETRIC VIEW INSTALLATION DETAIL LONGER DURATIONS, SOCKS SHALL BE MULTI-FILAMENT 65 EAST BUTLER AVENUE, SUITE 100
POLYPROPYLENE FABRIC. NEW BRITAIN, PA 18901
Work Area Area to be Protected PHONE: (215) 345-4330
2 SI LTSAC K® IN LET PROTECTION 5. INFILL MATERIAL SHALL BE WEED FREE COMPOST DERIVED FROM ’
WELL-DECOMPQOSED ORGANIC MATTER. COMPOST SHALL BE
FIOW L 4.1 TYPICAL NTS % PRODUCED USING AEROBIC COMPOSTING PROCESS MEETING CFR
COMPOST SOCK ) 503 REGULATIONS. COMPOST MATERIAL SHALL MEET THE
SLOWNPLAGED FOLLOWING REQUIREVENTS CITY OF PHILADELPHIA
1. COMPOST SOCK SHALL BE "SILTSOXX" AS SUPPLIED BY MCS INC.
Upslope (1971 N. BLACK HORSE PIKE, WILLIAMSTOWN, NJ 08094, 856-629-1044, ALL BRUSH IzlhTEEFI{qu\AEEgAUS PLANTS DEPARTMENT OF PU BLIC PROPERTY
www.mcsnjinc.com) OR EQUAL PRODUCT BY OTHER MANUFACTURER. ) 50" MIN. | 12" + ORGANIC MATTER CONTENT 25% - 100%
2. FOR INSTALLATIONS ON EXISTING PAVEMENT, CINDER BLOCKS ON ALONG COMPOST SOCK AREA SHALL ORGANIC PORTION FIBROUS & ELONGATED 1515 ARCH STREET
DOWNSTREAM SIDE MAY BE USED IN LIEU OF WOOD STAKES TO BE REMOVED AND/OR CUT DOWN pH 55-85 11TH FLOOR. ONE PARKWAY BUILDING
ANCHOR THE SOCKS. TO GROUND LEVEL PRIOR TO MOISTURE CONTENT 30% - 60% ’
BLOCK 3. UPON COMPLETION OF THE PROJECT, COMPOST MATERIAL SHALL BE INSTALLATION COMPOQST SOCK(S). o PARTICLE SIZE 30-50% PASS 3/8" SIEVE PHILADELPHIA PENNSYLVANIA
Downslone SUPPORT MIXED WITH ONSITE SOIL/TOPSOIL AND SPREAD ON THE SITE AS SOLUBLE SALT 5.0 4S/m MAXIVUM
P DETAILED IN SEEDING AND MULCHING SCHEDULE. 8" MIN. AASHTO ' DPP PROJECT NUMBER 16-16-4829-01
PLAN VIEW: SLOPE PROTECTION ON PAVEMENT 4. SOCK FABRIC SHALL BE 5mil PHOTO-DEGRADABLE, HDPE FOR NO. 1 STONE " RS T SECTION VIEW: COMPOST SOCK INSTALLATION T
INSTALLATIONS LESS THAN 9 MONTHS. FOR PROJECTS WITH Q 4 ‘.’Q‘,".‘c’ B 4 COM POST SOC K "SI LT F E N C E" D ETAI L
LONGER DURATIONS, SOCKS SHALL BE MULTI-FILAMENT L g,
CINDERBLOCK, JERSEY POLYPROPYLENE FABRIC. é S " ‘ % E g WE TYPICAL NTS IM P ROVE M E NTS TO
BARRIER OR SIMILAR S 22 .
, 5. INFILL MATERIAL SHALL BE WEED FREE COMPOST DERIVED FROM Q =
CglgﬂEPgLSATNS\(/)Ig\ITV SVFE?(ES$$8§S§;(';IRC'II'ESNOTCK WELL-DECOMPOSED ORGANIC MATTER. COMPOST SHALL BE GEOTEXTILE FABRIC é FL?g?AI[IEg\?VSEgQ%TR?\EEA g E(l % M OSS P LAYG RO U N D
PRODUCED USING AEROBIC COMPOSTING PROCESS MEETING CFR o
FOR SIZE(S) AND RESIST SLIDING. 503 REGULATIONS. COMPOST MATERIAL SHALL MEET THE @ s ‘ & |9 o) 5700 TORRESDALE AVE., PHILADELPHIA PA
FOLLOWING REQUIREMENTS: SECT|ON A-A 8 ) . S, e DRAWING TITLE:
ORGANIC MATTER CONTENT 25% - 100% < ’ X Se0=0%5 e | — T LT TOPSOIL EROS I ON AN D SED I M ENT
ORGANIC PORTION FIBROUS & ELONGATED ROCK CONSTRUCTION ENTRANCE THICKNESS SHALL BE CONSTANTLY MAINTAINED TO THE SPECIFIED ,Q“.‘ l ("'5 AR N STOCKPILE 2 (MAX.) __o——
PH 55-85 DIMENSIONS BY ADDING ROCK. A STOCKPILE SHALL BE MAINTAINED ON SITE FOR THIS PURPOSE. AT Vo A > LRSI RIS 27 oo™ CO N TRO L N OT E S AN D
- MOLiT;TngLCE(DS'T;:NT % 50/32/?’3-3 6??/‘:) SIEVE THE END OF EACH CONSTRUCTION DAY, ALL SEDIMENT DEPOSITED ON PAVED ROADWAYS SHALL BE ;.'Q‘ ~L O AR P E b ks CONSTRUCTION 2RI R <
-50% i REMOVED AND RETURNED TO THE CONSTRUCTION SITE. v - PR P S S
BLOWN/PLACED _/ _/ SOLUBLE SALT 5.0 dS/m MAXIMUM K PLAN 5 ;\ i I§IIELI:JI-CE _ o * T Tl % DEIA] I S
FILTER MEDIA EXISTING PAVEMENT 6. COMPOST SOCKS SHALL BE PLACED AT LEVEL GRADE AND BOTH 'l H:J O i © DPP PROJECT NO:: DRAWING NO.:
ENDS EXTENDED 8' MIN. UP SLOPE AT 45° ANGLE. o i N X N 16-16-4829-01
/-\ 7.  ACCUMULATED SEDIMENT SHALL BE REMOVED WHENIT REACHES 1/2 m e CONSULTANT PROJECT NO- 20140204118
THE ABOVE GROUND HEIGHT OF THE BARRIER AND DISPOSED OF IN 5
1 COMPOST SOCK ON PAVEMENT APPROVED UPLAND AREA. m TEMPORARY ROCK CONSTRUCTION ENTRANCE ~ ;I;gcil_SOIL STOCKPILE — —— 1152018
w TYPICAL NTS L41 ] TYPICAL NTS : — L_ 4 1
' AS SHOWN .
DRAWN BY: MDS
CHECKED BY: KME
NOTE: ALL DIMENSIONS AND CONDITIONS SHALL BE VERIFIED BY THE
CONTRACTOR AT THE SITE BEFORE PROCEEDING WITH THE WORK.
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112" X 11/2" S.STL.
CAP SCR. W/ NUT

38" X21/2"
STL. BAR

1/2" PLTD. GLIDES
W/ NYLON PAD

3/8" X 1" S.STL.
CGE. BOLT W/ NUT

3/16" X 1 1/4" STL. BAR (CLIP)
5/16" X 1" S.STL. CGE. BOLT

/ W/ WASHER & NYLON LOCKNUT

2" SCH. 40 STL.
PIPE (2 3/8"0.D.)

SITE FURNISHING NOTES:

-

307/8"

———— 295/16" —

~ 16 11/16"

a
i)

112" X21/2" S.STL.
— CAPSCR. W/LOCKNUT
SIDE VIEW
NOT TO SCALE

TOP VIEW
NOT TO SCALE

3 SEAT TABLE

m 25 5/16" J—
o o ' 4 0

20"

10 GA.
SPUN STL.

| 14GA
PERF. STEEL

PEDESTAL TABLES SHALL BE MODELS 101-30
(3-SEAT TABLE) AND 101-40 (4 SEAT TABLE) AS
PROVIDED BY DUMOR SITE FURNISHINGS,
www.dumor.com, OR APPROVED EQUAL. TABLES SHALL
BE PROVIDED IN COLOR "FOREST GREEN". 16 1/4"

e THE FOLLOWING NOTES APPLY TO SITE FURNISHINGS INCLUDING
PEDESTAL TABLES, BENCHES AND TRASH RECEPTACLES.

e INSTALLATION OF TABLES, BENCHES AND TRASH RECEPTACLES
SHALL BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S
SPECIFICATIONS.

e FOLLOW MANUFACTURER'S SPECIFICATIONS FOR ALL ASSEMBLY.

e PEDESTAL TABLES SHALL BE MODELS 101-30 (3-SEAT TABLE) AND
101-40 (4 SEAT TABLE) AS PROVIDED BY DUMOR SITE
FURNISHINGS, www.dumor.com, OR APPROVED EQUAL. TABLES
SHALL BE PROVIDED IN COLOR "ARGENTO". BENCHES SHALL BE
MODEL 169-60 (BACKED), AND 174-60 (UN-BACKED) AS PROVIDED
BY DUMOR SITE FURNISHINGS OR APPROVED EQUAL. BENCHES
SHALL BE PROVIDED IN COLOR "FOREST GREEN".

e ALL SITE FURNISHINGS SHALL BE PROVIDED WITH MATCHING
SLOTTED PERFORATIONS.

e ALL ALUMINUM AND STEEL MEMBERS SHALL BE COATED WITH
ZINC RICH EPOXY THEN FINISHED WITH POLYESTER POWDER

42"

SQUARE GAMEBOARDS SHALL BE PROVIDED ON TABLES TOP VIEW
AS NOTED ON PLANS.

/"1 "\ PEDESTAL TABLE DETAIL

L-5.0

10'-0"

56"

FENCE POST

CONCRETE SIDE WALK .
SEE 5/L-5.0 FOR DETAILS

4" CAST -IN-PLACE
CONCRETE PAVING (3,500 psi
@ 28 DAYS)

SIDEWALK

EXISTING CONCRETE —\

REVISIONS

ISSUE DATE REVISIONS

o

.....
....................
.
................
..........

LINE OF EXISTING
CONCRETE PAVING

INSTALL EXPANSION JOINT ALONG
INTERSECTION OF EXISTING SAFETY
SURFACE AND NEW ASPHALT.

ONCE CONCRETE HAS FULLY CURED, TOP
OFF JOINT WITH SIKAFLEX POLYURETHANE
CAULKING TO FILL ANY GAPS.

EXISTING WEARING COURSE

CUT EXISTING SAFETY TURF AT
45° ANGLE WHEN REMOVING.
WHEN INSTALLING PATCH, APPLY
A HEAVY COAT OF
POLYETHYLENE PRIMER PAINT TO
CONCRETE FACE JUST PRIOR TO
RE-INSTALLATION OF CUSHION
COURSE AND WEARING COURSE.

SAW CUT AND REMOVE
EXISTING CONCRETE
PAVING FOR INSTALLATION
OF FENCE POSTS, FENCE
POST FOOTINGS, AND NEW
CONCREETE PAVING. SEE
L-2.0 FOR LOCATION AND
DIMENSIONS

3,500 psi CONCRETE
FOOTING

6" COMPACTED CRUSHED
GRAVEL (AASHTO NO.57/2B,
CLEAN GRAVEL)

COMPACTED &
NON-YIELDING SUBGRADE

ADJACENT
GRADE/LAWN/LANDSCAPE
BED

1.5" BITUMINOUS CONCRETE
WEARING COURSE SOIL FLUSH
(SUPERPAVE 9.5MM <0.3 ESALS WITH ASPHALT
OR PENNDOT ID-2)

2.5" ASPHALT BINDER COURSE =
(SUPERPAVE 25MM <0.3 ESALS OR /s
PENNDOT ID-2) _|:_|
6" COMPACTED GRAVEL :| | |:
(PENNDOT 2A MODIFIED) =lI=IE=IE=IEE |_|

||

COMPACTED SUB-GRADE i | | | | | | | | | | | | | |:

(95% MIN. ASTM D-1557) — || 1] 1] 1] W |

— " |-—
m FULL DEPTH ASPHALT PAVING DETAIL

L-5.0 TYPICAL NTS

BITUMINOUS CONCRETE WEARING SAWCUT EDGE
COURSE (SUPERPAVE 9.5MM WEARING

COURSE) EMULSIFIED ASPHALT PER
PENNDOT SPECIFICATIONS

1-0" 10"
/

1.5"

MILL INTERFACE
AREA TO A 1.5" DEPTH

SAW CUT EXISTING ASPHALT
PAVING NEAT AND CLEAN

GEOTEXTILE FABRIC
TENSAR BX1200 GEOGRID

STABLE AND NON-YIELDING SUBGRADE

SEAL JOINT WITH CLASS E-2

PENNSYLVANIA ONE CALL SYSTEM, INC.
925 Irwin Run Road
Mifflin,
15122 — 10

BEFORE YOU DIG ANYWHERE IN
PENNSYLVANIA! CALL 1-800-242-1776
NON—MEMBERS MUST BE CONTACTED DIRECTLY

PA LAW REQUIRES THREE WORKING DAYS
NOTICE TO UTILIIES BEFORE YOU EXCAVATE,
DRILL. BLAST OR DEMOLISH

PA ONE-CALL NUMBER (FOR DESIGN ONLY):

20161761213

DPP PROJECT COORDINATOR:

BERNARD McFADDEN

LAND. ARCH. SEAL:

NEW PAVEMENT

EXISTING PAVEMENT

—ll}

NOTES:
1.  COAT ALL JOINING SURFACES WITH PENNDOT CLASS E-6 TACK COAT, 0.04 GAL./S.Y.
2. SAWCUT ALL EXISTING ASPHALT EDGE NEAT AND CLEAN AND READY TO RECEIVE TACK

KEVIN M. SELGER, RLA - PA LICENSE 002685

SEAL JOINT WITH CLASS E-2
, | EMULSIFIED ASPHALT PER
—] 1 |

A

/
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o
OO

o0

%

:

m BASKETBALL BACKBOARD AND POST DETAIL

_\

36"

L-5.0

NTS

COATING IN COLORS NOTED ABOVE. S ”
e EXPANSION ANCHOR BOLTS ARE PROVIDED. / A
¢ LOCAL SALES REPRESENTATIVE INFORMATION: FINISH 4" MIN. ORN\ N
ee  GENERAL RECREATION, INC. GRADE MATCH . e
P.O. BOX 440 NEWTOWN SQUARE, PA 19073 EXISTING 4
PH: 800-726-4793, FAX: 610-353-5161 —— =
E-MAIL: sales@gen-rec.com J — '
WEB: www. | tioninc. - .
www.generalirecreationinc.com TOP OF ‘ il g . ) :
FOOTING ] ' - 11
1 4 . B
_ 4 ' ~~
Il < ' |
z
= 4.4
=OI .
g 4 .
g .
7 .
¥ g
o
5 4q
. B L
k‘?ﬂx"A ‘Vﬂ“ L)
)< 10 GA. SPUN STL. b?."\‘.?.‘
5..6. . 1@"6‘ Xy /
“ G40
Y )
__—14 GA. PERF. STEEL ‘ ‘ ‘ ‘ ‘
— 12"
NOTE:
NOTTO SCALE 1 - CONTROL JOINTS FOR NEW CONCRETE PAVING SHALL MATCH EXISTING
NTS L-5.0
TOTAL CONCRETE THICKNESS (T)
BROOM FINISHED PANEL
SMOOTH EDGE
1" RADIUS
T/3 (14" MIN.)
RIM GOAL AND NYLON NET: AS I .
MANUFACTURED BY JAYPRO % LR
SPORTS, LLC. ITEM # 656-FABT-DR =
OR APPROVED EQUAL. INSTALL PER TOOLED CONTROL JOINT (CJ)
MANUFACTURER'S SPECIFICATIONS
AND RECOMMENDATIONS. BROOM FINISHED PANEL
i VERTICAL SURFACE WHERE
APPLICABLE
1/8" | TOOLED JOINT WITH CAULK
59/16 " 0.D. HEAVY DUTY GOOSENECK SEALANT
POST WITH 5' OFFSET AND FAN ALUMINUM " : I"RADIUS
BACKBOARD: AS MANUFACTURED BY - 020 o
JAYPRO SPORTS, LLC. ITEM # 656-FABT-DR 7'+ SEALANT DEPTH
OR APPROVED EQUAL. INSTALL PER . SEOTIORERY
MANUFACTURER'S SPECIFICATIONS AND Y :
RECOMMENDATIONS. : 9 = TOOL APPLIED BACKER ROD
L — COMPRESSED TO §" OF FULL
. = DIA. OF ROD
C S U~ PREFORMED CLOSED CELL
JOINT FILLER FILL TO 1"
EXPANSION JOINT (EJ) BELOW THE SLAB SURFACE
L-5.0 NTS
SLOPE 1/8"/ FOOT
EXPANSION OR TOOLED CONTROL
JOINT - SEE PLAN FOR LOCATION
AND SEE CONCRETE JOINT
SCHEDULE - DETAIL 1/D-1.0 FOR
PENNDOT SPECIFICATIONS(TYP.) JOINT CONSTRUGTION
~~— REPLACEMENT PAVING
(TYP.) PROVIDE POSITIVE DRAINAGE
OF CONCRETE SURFACE - SEE
GRADING PLAN(S)
CONCRETE FOOTING /S*B;";i'é"E‘T
&?ﬂ?w'ﬁ'ﬂ@ 28 DAYS, 4" CAST-IN-PLACE CONCRETE f————" " _ . . 1| =
PAVING (3,600 PSI @ 28 DAYS) | - % ~aNad] . . . | — | |
STABLE AND —M—
NON-YIELDING | :J
SUBGRADE 6" COMPACTED GRAVEL ~—TH=—T[—[[[—[T]— | |=
(2B CLEAN GRAVEL) I | | | | | | | |
o ) - =
COMPACTED SUB-GRADE
NTS L-50 /) TYPICAL NTS

COAT AND NEW PAVEMENT.

m NEW/EXISTING ASPHALT PAVING CONNECTION

L-5.0

$

TYPICAL

1.5" MIN.

—

NTS

FINISH SURFACE/GRADE

1.5" MIN. ASPHALT WEARING COURSE
OVERLAY (SUPERPAVE 9.5MM < .3 ESALS)

TACK COAT MILLED ASPHALT SURFACE
EDGE JUST PRIOR TO PLACING NEW
ASPHALT WEARING COURSE OVERLAY

EXISTING ASPHALT
BASE TO REMAIN

EXISTING GRAVEL BASE

m 11/2 INCH ASPHALT OVERLAY PAVING DETAIL

L-5.0

2" O.D. LINE POST

RAIL

NTS

TOP W/CAP
MAXIMUM SPACING 8-0"
POST TO RAIL
BRACKET GALV. TIE WIRES
n i) END OR CORNER
\ POST TOP
12" 0.D. 24" 0.D. END OR
TOP RAIL CORNER
(TERMINAL) POST
—— STRETCHER BAR
BANDS, SPACE
TOP AND ‘ 14" 0.C. MAX
BOTTOM OF
FABRIC TO |_+—— BLACK VINYL
A
BE COATED 3" X 3"
KNUCKLED STRETCHER BAR
18" 0.D. 2" MESH, BLACK VINYL
BOTTOM COATED FABRIC

11
[ TOP OF CURB

Y

NOTE:
1- ALL POSTS, FRAMING AND ACCESSORIES SHALL BE
BLACK PVC COATED, UNLESS OTHERWISE NOTED.
2-FENCE HEIGHT AND POST SPACING ARE TO MATCH
EXISTING. VERIFY IN FIELD PRIOR TO ORDERING
MATERIAL.

8" HEIGHT CHAIN LINK FENCE DETAIL

IN CONCRETE

PRIMARY CONSULTANT:

GILMORE & ASSOCIATES, INC.

DESIGN, ENGINEERING, LANDSCAPE

ARCHITECTURE & TECHNICAL CONSULTING
1617 JOHN F. KENNEDY BLVD., SUITE 425
PHILADELPHIA, PA 19103

65 EAST BUTLER AVENUE, SUITE 100

" NEW BRITAIN, PA 18901

PHONE: (215) 345-4330

CITY OF PHILADELPHIA
DEPARTMENT OF PUBLIC PROPERTY

1515 ARCH STREET
11TH FLOOR, ONE PARKWAY BUILDING

PHILADELPHIA PENNSYLVANIA
DPP PROJECT NUMBER 16-16-4829-01
PROJECT TITLE:

IMPROVEMENTS TO

MOSS PLAYGROUND

5700 TORRESDALE AVE., PHILADELPHIA PA

DRAWING TITLE:

SITE DETAILS

DPP PROJECT NO.: DRAWING NO.:

16-16-4829-01

CONSULTANT PROJECT NO.:

20140204118

SEE 3/L-5.0 FOR FENCE FOOTING

DATE:

011-15-2018 L 5 O
SCALE: AS SHOWN .

DRAWN BY:

MDS

CHECKED BY:

KMS

NOTE:
ALL DIMENSIONS AND CONDITIONS SHALL BE VERIFIED BY THE

CONTRACTOR AT THE SITE BEFORE PROCEEDING WITH THE WORK.
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